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NOTE:
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SEPARATE CONTRACT BETWEEN THE OWNER AND ONE ELEVEN DESIGN.
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NOTE:
1. ALL MILLIKEN CARPET AND INSTALLATION WILL BE DIRECT PURCHASED BY
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Facsimilie (305) 296-2727

Key West, Florida 33040
410 Angela Street

Telephone (305) 296-1347

Florida License AAC002022
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WWW.      HARRY.COM

AAC000986                        EB0003663

ARCHITECTURE / ENGINEERING / INTERIORS

2780 SW DOUGLAS ROAD. SUITE 302
MIAMI,  FLORIDA  33133    (305)445-3765
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08/08/14

1ST FLOOR FINISH
PLAN - WING B

A14.1B  1/8" = 1'-0"

1st FLOOR WING B FINISH PLAN1
0 16 24 328

SCALE: 1/8" = 1'-0"

NOTE:
1. ALL MILLIKEN CARPET AND INSTALLATION WILL BE DIRECT PURCHASED BY
THE CITY FROM MILLIKEN. THE GENERAL CONTRACTOR WILL BE RESPONSIBLE
FOR THE COORDINATION AND SCHEDULING.
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Facsimilie (305) 296-2727

Key West, Florida 33040
410 Angela Street

Telephone (305) 296-1347

Florida License AAC002022

REVISIONS:
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MC                      ASSOCIATES
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HARRY

WWW.      HARRY.COM

AAC000986                        EB0003663

ARCHITECTURE / ENGINEERING / INTERIORS

2780 SW DOUGLAS ROAD. SUITE 302
MIAMI,  FLORIDA  33133    (305)445-3765
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2ND FLOOR FINISH
PLAN - WING A

A14.2A  1/8" = 1'-0"

2ND FLOOR WING A  FINISH PLAN1
0 16 24 328

SCALE: 1/8" = 1'-0"

NOTE:
1. ALL MILLIKEN CARPET AND INSTALLATION WILL BE DIRECT PURCHASED BY
THE CITY FROM MILLIKEN. THE GENERAL CONTRACTOR WILL BE RESPONSIBLE
FOR THE COORDINATION AND SCHEDULING.
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Facsimilie (305) 296-2727

Key West, Florida 33040
410 Angela Street

Telephone (305) 296-1347

Florida License AAC002022

REVISIONS:

1305

MC                      ASSOCIATES
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HARRY

WWW.      HARRY.COM

AAC000986                        EB0003663

ARCHITECTURE / ENGINEERING / INTERIORS

2780 SW DOUGLAS ROAD. SUITE 302
MIAMI,  FLORIDA  33133    (305)445-3765
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08/08/14

2ND FLOOR FINISH
PLAN - WING B

A14.2B  1/8" = 1'-0"

2ND FLOOR WING B FINISH PLAN1
0 16 24 328

SCALE: 1/8" = 1'-0"

NOTE:
1. ALL MILLIKEN CARPET AND INSTALLATION WILL BE DIRECT PURCHASED BY
THE CITY FROM MILLIKEN. THE GENERAL CONTRACTOR WILL BE RESPONSIBLE
FOR THE COORDINATION AND SCHEDULING.
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Text Box
106 OF 263



Project No :

OF

Date:

B
en
d
er
 
&
 
As
so
ci
a
te
s

K
E

Y
  W

E
S

T
  C

IT
Y

  H
A

LL
A

T
  G

LY
N

N
  A

R
C

H
E

R
P

H
A

S
E

 2
13

00
 W

H
IT

E
 S

TR
E

E
T 

   
 K

E
Y

 W
E

S
T,

 F
LO

R
ID

A
C

 I 
T 

Y
   

 O
 F

   
 K

 E
 Y

   
 W

 E
 S

 T

A
R
C
H
IT
E
C
T
S p

.a
.

Facsimilie (305) 296-2727

Key West, Florida 33040
410 Angela Street

Telephone (305) 296-1347

Florida License AAC002022
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WWW.      HARRY.COM

AAC000986                        EB0003663

ARCHITECTURE / ENGINEERING / INTERIORS

2780 SW DOUGLAS ROAD. SUITE 302
MIAMI,  FLORIDA  33133    (305)445-3765
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ROOM FINISH
SCHEDULE - FIRST
FLOOR

Room Finish Schedule - FIRST FLOOR

Number Name Floor Finish Base
Wall Finish

Ceiling Finish CommentsNorth East South West

100 LOBBY PRECAST CEMENT
TERRAZZO FLOOR TILE

PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. SOFFIT & 2'x2' ACP

100A PORTICO N/A N/A N/A N/A PATCH & PAINT EXISTING PLASTER PTD. M.R. GYP. BD. EXTERIOR PORTICO
100B RECEPTION CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD., PLASTER + PTD. WD.

WAINSCOT
N/A PTD. GYP. BD. PTD. GYP. BD. SOFFIT & 2'x2' ACP SEE NOTE 1

101 RECEPTION CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. + STOREFRONT GLAZING 2'x2' ACP
102 SCHOOL BOARD CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
103 PUBLIC WAITING CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. + STOREFRONT GLAZING 2'x2' ACP SEE NOTE 1
104 DEPUTY CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD., PLASTER + PTD. WD. WAINSCOT PLASTER + PTD. WD. WAINSCOT PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
105 STORAGE CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
106 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
107 FITNESS / BREAK ROOM CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. M.R. GYP. BD. PTD. M.R. GYP. BD. PLASTER + PTD. WD. WAINSCOT PTD. M.R. GYP. BD. 2'x2' ACP + PTD. M.R. GYP. SOFFITS

107A ELECT. CLOSET SEALED CONCRETE PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD.
108 WOMEN'S SHOWER TILE TILE PTD. M.R. GYP. BD. TILE + PTD. M.R. GYP. BD. TILE + PTD. M.R. GYP. BD. TILE + PTD. M.R. GYP. BD. PTD. M.R. GYP. BD. TILE TO 7'-0" A.F.F.
109 MEN'S SHOWER TILE TILE TILE + PTD. M.R. GYP. BD. TILE + PTD. M.R. GYP. BD. PTD. M.R. GYP. BD. TILE + PTD. M.R. GYP. BD. PTD. M.R. GYP. BD. TILE TO 7'-0" A.F.F.
110 CORRIDOR CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD., PLASTER + PTD. WD.

WAINSCOT
PTD. GYP. BD. PTD. GYP. BD. & 2'x2' ACP SEE NOTE 1

111 WOMENS RESTROOM TILE TILE TILE TILE TILE PTD. M.R. GYP. BD. PTD. M.R. GYP. BD.
112 MENS ROOM TILE TILE TILE TILE TILE + PTD. M.R. GYP. BD. PTD. M.R. GYP. BD. PTD. M.R. GYP. BD.
113 COMMUNITY CONFERENCE

ROOM
CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. + PTD. M.R. GYP. BD. 2'x2' ACP

114 CORRIDOR CARPET PTD. WD. 1x6 STOREFRONT GLAZING PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. + 1HR RATED STOREFRONT
GLAZING

2'x2' ACP

114A JANITOR CLOSET TILE TILE EPOXY PAINT M.R. GYP. BD. EPOXY PAINT M.R. GYP. BD. EPOXY PAINT M.R. GYP. BD. EPOXY PAINT M.R. GYP. BD. 2'x2' ACP
115 STAIRS PORCELAIN TILE PTD. WD. 1x6 PTD. GYP. BD., 1 HR RATING PTD. GYP. BD. + 1HR RATED STOREFRONT

GLAZING
PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING 1 HR FIRE RATING

116 RECEPTION / ASSISTANT CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. STOREFRONT GLAZING PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
116A CORRIDOR CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. + STOREFRONT GLAZING,

PLASTER + PTD. WD. WAINSCOT
PTD. GYP. BD. PTD. GYP. BD., M.R. PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP SEE NOTE 1

117 CONFERENCE RM CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
118 MAYOR CARPET PTD. WD. WAINSCOT PLASTER + PTD. WD. WAINSCOT PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD., PLASTER + PTD. WD.

WAINSCOT
PTD. GYP. BD. + PTD. WD. WAINSCOT 2'x2' ACP SEE NOTE 1, WAINSCOT ALL

WALLS

119 CONFERENCE RM CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD., PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. STOREFRONT GLAZING PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
120 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. STOREFRONT GLAZING PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
121 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT 2'x2' ACP SEE NOTE 1
122 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD., PLASTER + PTD. WD.

WAINSCOT
PLASTER + PTD. WD. WAINSCOT 2'x2' ACP SEE NOTE 1

123 STORAGE CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP
124 COMMISSION CHAMBER CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PLASTER + PTD. WD. WAINSCOT ACOUSTIC WALL PANELS, SEE ELEVATION

5/A12.1
PLASTER + PTD. WD. WAINSCOT N/A 2'x2' ACP SEE NOTE 1

124A DAIS RECLAIMED HARDWOOD PTD. WD. WAINSCOT PATCH & PAINT EXISTING PLASTER N/A PATCH & PAINT EXISTING PLASTER PATCH & PAINT EXISTING PLASTER 2'x2' ACP SEE NOTE 1
124B RAMP CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. N/A PTD. GYP. BD.
125 AUDIO VIDEO CONTROL

BOOTH / STAFF ROOM
CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP

126 EMR SEALED CONCRETE 4" RUBBER PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING 1 HR FIRE RATING
127 EMR SEALED CONCRETE 4" RUBBER PATCH & PAINT EXISTING PLASTER PATCH & PAINT EXISTING PLASTER PATCH & PAINT EXISTING PLASTER PATCH & PAINT EXISTING PLASTER TYPE X GYP. BD., 1 HR RATING 1 HR FIRE RATING
128 ANTE ROOM RECLAIMED HARDWOOD PTD. WD. 1x6 PATCH & PAINT EXISTING PLASTER PATCH & PAINT EXISTING PLASTER PATCH & PAINT EXISTING PLASTER PATCH & PAINT EXISTING PLASTER 2'x2' ACP
129 ELEVATOR A CMU, 1 HR RATING CMU, 1 HR RATING CMU, 1 HR RATING CMU, 1 HR RATING 1 HR FIRE RATING

129N CORRIDOR NORTH PORCELAIN TILE PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD., PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
129S CORRIDOR SOUTH PORCELAIN TILE PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD., PLASTER + PTD. WD.

WAINSCOT
PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP SEE NOTE 1

129T TRANSACTION COUNTER PORCELAIN TILE PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT 2'x2' ACP SEE NOTE 1
130 OPEN OFFICE 1 CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD., PLASTER + PTD. WD.

WAINSCOT
PTD. GYP. BD. 2'x2' ACP SEE NOTE 1

131 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD., PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT PLASTER + PTD. WD. WAINSCOT 2'x2' ACP SEE NOTE 1
132 CONFERENCE RM CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. 2'x2' ACP
133 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD., PLASTER + PTD. WD. WAINSCOT PLASTER + PTD. WD. WAINSCOT PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
134 ELECT. CLOSET SEALED CONCRETE PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD.
135 ELEVATOR B CMU, 1 HR RATING CMU, 1 HR RATING CMU, 1 HR RATING CMU, 1 HR RATING 1 HR FIRE RATING

135A CORRIDOR CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. + STOREFRONT GLAZING PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. + STOREFRONT GLAZING N/A PTD. GYP. BD. & 2'x2' ACP SEE NOTE 1
135B CORRIDOR CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 N/A PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. + STOREFRONT GLAZING N/A 2'x2' ACP SEE NOTE 1
136 BREAK RM. CARPET PTD. WD. 1x6 PTD. M.R. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. M.R. GYP. BD. 2'x2' ACP
137 OPEN OFFICE 2 CARPET PTD. WD. 1x6 N/A PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP
138 CONFERENCE RM CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. + STOREFRONT GLAZING PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. PTD. GYP. BD. + STOREFRONT GLAZING 2'x2' ACP SEE NOTE 1
139 OFFICE CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP
140 OFFICE CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP
141 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. + STOREFRONT GLAZING PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
142 STAIRS PORCELAIN TILE PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD., 1 HR RATING PLASTER + PTD. WD. WAINSCOT, 1 HR

RATING
PTD. GYP. BD., 1 HR RATING 1HR RATED STOREFRONT GLAZING PTD. GYP. BD., 1HR FIRE RATING SEE NOTE 1, 1 HR FIRE RATING

143 OPEN OFFICE 3 CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
144 JANITOR TILE TILE EPOXY PAINT M.R. GYP. BD. EPOXY PAINT M.R. GYP. BD. EPOXY PAINT M.R. GYP. BD. EPOXY PAINT M.R. GYP. BD. PTD. M.R. GYP. BD.
145 MEN'S RESTROOM TILE TILE TILE TILE PTD. M.R. GYP. BD. TILE PTD. M.R. GYP. BD.
146 WOMEN'S RESTROOM TILE TILE PTD. M.R. GYP. BD. TILE TILE TILE PTD. M.R. GYP. BD.
147 CORRIDOR CARPET PTD. WD. 1x6 PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. SOFFIT & 2'x2' ACP
148 MONEY ROOM CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP
149 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. + STOREFRONT GLAZING PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD., PLASTER + PTD. WD.

WAINSCOT
PTD. GYP. BD. 2'x2' ACP SEE NOTE 1

150 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD., PLASTER + PTD. WD.
WAINSCOT

PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. 2'x2' ACP SEE NOTE 1

151 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. PTD. GYP. BD. SOFFIT & 2'x2' ACP SEE NOTE 1
152 BREAK/COPY CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PLASTER + PTD. WD. WAINSCOT M.R. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. SOFFIT & 2'x2' ACP SEE NOTE 1
153 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. SOFFIT & 2'x2' ACP SEE NOTE 1
154 MAINTENANCE STRG SEALED CONCRETE 4" RUBBER PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. CONC.
155 CHAIR STRG SEALED CONCRETE 4" RUBBER PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. CONC.
156 ELECTRICAL RM SEALED CONCRETE 4" RUBBER PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. CONC. 1 HR FIRE RATING
157 SOUTH BREEZEWAY SEALED CONCRETE PTD. M.R. GYP. BD. EXTERIOR BREEZEWAY
158 NORTH BREEZEWAY SEALED CONCRETE PTD. M.R. GYP. BD. EXTERIOR BREEZEWAY

NOTES:
1. AT INTERIOR SIDE OF EXTERIOR WALLS, INSTALL WD. WAINSCOT UP TO WINDOW SILL LEVEL PER DETAIL 1/A11.4 AND 7/A11.4 PATCH AND PAINT EXISTING PLASTER ABOVE WAINSCOT.
2. SEE REFLECTED CEILING PLANS FOR ADDITIONAL CEILING INFORMATION, SOFFIT LOCATIONS, AND CEILING HEIGHTS.
3. SEE INTERIOR ELEVATIONS FOR ADDITIONAL FINISH INFORMATION.
4. SEE FINISH PLANS SHEETS 14.1A, 14.1B, 14.2A, 14.2B FOR ADDITIONAL FINISH INFORMATION.
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Facsimilie (305) 296-2727

Key West, Florida 33040
410 Angela Street

Telephone (305) 296-1347

Florida License AAC002022

REVISIONS:

1305

MC                      ASSOCIATES

MC

HARRY

WWW.      HARRY.COM

AAC000986                        EB0003663

ARCHITECTURE / ENGINEERING / INTERIORS

2780 SW DOUGLAS ROAD. SUITE 302
MIAMI,  FLORIDA  33133    (305)445-3765
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08/08/14

ROOM FINISH
SCHEDULE -
SECOND FLOOR

Room Finish Schedule - SECOND FLOOR

Number Name Floor Finish Base
Wall Finish

Ceiling Finish CommentsNorth East South West

200 CORRIDOR CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD., STOREFRONT GLAZING,
PLASTER + PTD. WD. WAINSCOT

PTD. GYP. BD. PTD. GYP. BD. + 1HR RATED
STOREFRONT GLAZING, STOREFRONT
GLAZING

2'x2' ACP SEE NOTE 1

201 WOMEN'S RESTROOM TILE TILE TILE TILE TILE PTD. M.R. GYP. BD. PTD. M.R. GYP. BD.
202 MEN'S RESTROOM TILE TILE TILE TILE TILE PTD. M.R. GYP. BD. PTD. M.R. GYP. BD.
203 JANITOR TILE TILE EPOXY PAINT M.R. GYP. BD. EPOXY PAINT M.R. GYP. BD. EPOXY PAINT M.R. GYP. BD. EPOXY PAINT M.R. GYP. BD. 2'x2' ACP
204 ELECT. RM. SEALED CONCRETE PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. CONC.
205 RECEPTION/WAITING CARPET PTD. WD. 1x6 N/A PTD. GYP. BD. PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. PTD. GYP. BD. & 2'x2' ACP
206 CITY ATTORNEY CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
207 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. + STOREFRONT GLAZING PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP SEE NOTE 1

207A CORRIDOR CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD., PLASTER + PTD. WD.
WAINSCOT

PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. PTD. GYP. BD. SOFFIT & 2'x2' ACP SEE NOTE 1

208 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD., PLASTER + PTD. WD.
WAINSCOT

STOREFRONT GLAZING 2'x2' ACP SEE NOTE 1

209 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PLASTER + PTD. WD. WAINSCOT PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. PTD. GYP. BD. + STOREFRONT GLAZING 2'x2' ACP SEE NOTE 1
210 OFFICE CARPET PTD. WD. 1x6 STOREFRONT GLAZING PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP
211 COPY ROOM CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP
212 FILE STORAGE CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP
213 LAW LIBRARY /

CONFERENCE
CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. PTD. GYP. BD., PLASTER + PTD. WD.

WAINSCOT
PLASTER + PTD. WD. WAINSCOT 2'x2' ACP SEE NOTE 1

214 MECH. SEALED CONCRETE 4" RUBBER PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING PTD. CONC. 1 HR FIRE RATING
215 STAIRS PORCELAIN TILE PTD. WD. 1x6 PTD. GYP. BD., 1 HR RATING PTD. GYP. BD. + 1HR RATED

STOREFRONT GLAZING
PTD. GYP. BD., 1 HR RATING PATCH & PAINT EXISTING PLASTER, 1

HR FIRE RATING
PTD. GYP. BD., 1HR FIRE RATING 1 HR FIRE RATING

216 EXECUTIVE CONFERENCE
ROOM

CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. SOFFIT & 2'x2' ACP SEE NOTE 1

217 COFFEE BAR CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 M.R. PTD. GYP. BD. M.R. PTD. GYP. BD. N/A PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. SOFFIT & 2'x2' ACP SEE NOTE 1
218 MECH SEALED CONCRETE 4" RUBBER PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING PTD. CONC. 1 HR FIRE RATING
219 CONFERENCE RM CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. + STOREFRONT GLAZING PLASTER + PTD. WD. WAINSCOT 2'x2' ACP SEE NOTE 1
220 WAITING/RECEPTION CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. + STOREFRONT GLAZING PLASTER + PTD. WD. WAINSCOT STOREFRONT GLAZING PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. SOFFIT & 2'x2' ACP SEE NOTE 1

220A CORRIDOR CARPET PTD. WD. 1x6 PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. 2'x2' ACP
221 OFFICE CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. 2'x2' ACP
222 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. 2'x2' ACP
223 STORAGE CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP
224 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
225 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 STOREFRONT GLAZING PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
226 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. PTD. GYP. BD. & 2'x2' ACP SEE NOTE 1
227 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
228 CITY MANAGER CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD., PLASTER + PTD. WD.

WAINSCOT
PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. & 2'x2' ACP SEE NOTE 1

229 CORRIDOR CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. & 2'x2' ACP
230 CORRIDOR CARPET PTD. WD. 1x6 PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. + STOREFRONT GLAZING

& 1HR RATED STOREFRONT GLAZING
PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP

230A CORRIDOR CARPET PTD. WD. 1x6 PTD. GYP. BD. + PTD. M.R. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. PTD. GYP. BD. SOFFIT & 2'x2' ACP
231 OPEN OFFICE 4 CARPET PTD. WD. 1x6 PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. PTD. GYP. BD. & 2'x2' ACP

231A COPY AREA CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. + STOREFRONT GLAZING PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD., PLASTER + PTD. WD.
WAINSCOT

N/A 2'x2' ACP SEE NOTE 1

232 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PLASTER + PTD. WD. WAINSCOT PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
233 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. STOREFRONT GLAZING PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
234 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
235 OPEN CONFERENCE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
236 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. STOREFRONT GLAZING PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
237 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. PTD. GYP. BD. + STOREFRONT GLAZING PLASTER + PTD. WD. WAINSCOT 2'x2' ACP SEE NOTE 1
238 STORAGE CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP
239 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT 2'x2' ACP SEE NOTE 1
240 I.T. TRAINING CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT 2'x2' ACP SEE NOTE 1
241 I.T. STORAGE CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP
242 STAIRS PORCELAIN TILE PTD. WD. 1x6 PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING PTD. GYP. BD. + 1HR RATED

STOREFRONT GLAZING
PTD. GYP. BD., 1HR FIRE RATING 1 HR FIRE RATING

243 WAITING CARPET PTD. WD. 1x6 PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD.
244 SERVER / PHONE ROOM CARPET PTD. WD. 1x6 PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING 1 HR FIRE RATING
245 OPEN OFFICE 5 CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. + STOREFRONT GLAZING PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP SEE NOTE 1
246 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. + STOREFRONT GLAZING 2'x2' ACP SEE NOTE 1
247 OFFICE CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP
248 MECH SEALED CONCRETE 4" RUBBER PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING PTD. GYP. BD., 1 HR RATING PTD. CONC. 1 HR FIRE RATING
249 ELECT. CLOSET SEALED CONCRETE 4" RUBBER PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. CONC.
250 JANITOR SEALED CONCRETE TILE EPOXY PAINT M.R. GYP. BD. EPOXY PAINT M.R. GYP. BD. EPOXY PAINT M.R. GYP. BD. EPOXY PAINT M.R. GYP. BD. 2'x2' ACP
251 OPEN OFFICE 6 CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT 2'x2' ACP SEE NOTE 1

251A CORRIDOR CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 N/A PTD. GYP. BD. + STOREFRONT GLAZING PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. + STOREFRONT GLAZING 2'x2' ACP SEE NOTE 1
252 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT 2'x2' ACP SEE NOTE 1
253 COPY ROOM CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP
254 FINANCE STORAGE CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP
255 OFFICE CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. + STOREFRONT GLAZING 2'x2' ACP
256 CONFERENCE RM CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD., PLASTER + PTD. WD.

WAINSCOT
PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT 2'x2' ACP SEE NOTE 1

257 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. + STOREFRONT GLAZING PLASTER + PTD. WD. WAINSCOT PLASTER + PTD. WD. WAINSCOT 2'x2' ACP SEE NOTE 1
258 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. + STOREFRONT GLAZING 2'x2' ACP SEE NOTE 1
259 OPEN OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD. + STOREFRONT GLAZING PTD. GYP. BD., PLASTER + PTD. WD.

WAINSCOT
PTD. GYP. BD. PTD. GYP. BD. SOFFIT & 2'x2' ACP SEE NOTE 1

260 OFFICE CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP
261 STORAGE CARPET PTD. WD. 1x6 PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. PTD. GYP. BD. 2'x2' ACP
262 CONFERENCE RM CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD., PLASTER + PTD. WD.

WAINSCOT
PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. PTD. GYP. BD 2'x2' ACP SEE NOTE 1

263 OFFICE CARPET PTD. WD. WAINSCOT + PTD. WD. 1x6 PTD. GYP. BD. PLASTER + PTD. WD. WAINSCOT PLASTER + PTD. WD. WAINSCOT PTD. GYP. BD. + STOREFRONT GLAZING 2'x2' ACP SEE NOTE 1
265 MEN'S RESTROOM TILE TILE TILE TILE PTD. M.R. GYP. BD. PTD. M.R. GYP. BD. PTD. M.R. GYP. BD.
266 WOMENS RESTROOM TILE TILE TILE PTD. M.R. GYP. BD. PTD. M.R. GYP. BD. TILE PTD. M.R. GYP. BD.

NOTES:
1. AT INTERIOR SIDE OF EXTERIOR WALLS, INSTALL WD. WAINSCOT UP TO WINDOW SILL LEVEL PER DETAIL 1/A11.4 AND 7/A11.4 PATCH AND PAINT EXISTING PLASTER ABOVE WAINSCOT.
2. SEE REFLECTED CEILING PLANS FOR ADDITIONAL CEILING INFORMATION, SOFFIT LOCATIONS, AND CEILING HEIGHTS.
3. SEE INTERIOR ELEVATIONS FOR ADDITIONAL FINISH INFORMATION.
4. SEE FINISH PLANS SHEETS 14.1A, 14.1B, 14.2A, 14.2B FOR ADDITIONAL FINISH INFORMATION.
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PLASTIC LAMINATE FACE (1" THICK)
TO MATCH COUNTERTOP.

NOTE: USE SAME CONSTRUCTION
METHODS FOR OTHER SINK
COUNTERS WITH APRON.

2'-0" (ST. STL. BRACKET)

34
" M

AX
IM

UM
 T

O
 F

IN
IS

HE
D 

FL
O

O
R

4"

29
" T

O
 F

IN
IS

HE
D 

FL
O

O
R 

HE
IG

HT
5"

2'-0"

R 2"

27
.2

5 
TO

 F
IN

IS
HE

D 
FL

O
O

R 
HE

IG
HT

PLASTIC LAMINATE FACE (1" THICK)
TO MATCH COUNTERTOP.

2X4 FACE PLATE

ATTACH (1) 2X6 TO ST. STL. L
BRACKET WITH (4) SCREWS. SEE
DETAIL 2/15.1

DASHED LINE INDICATES BUTT
WELD.

1/4"X4"X(AS INDICATED) ST. STL. L
BRACKET AT ALL UNSUPPORTED
ENDS OF BATHROOM
COUNTERTOPS. BOLT BRACKET TO
NEW STUDS WITH (4) 1/2" ST. STL.
THRU BOLTS AS INDICATED.

1/2" P.T. PLYWOOD TYP.

NEW WALL. SEE WALL TYPE SCHEDULE.

QUARTZ COUNTERTOP (1 1/2" THICK) &
BACKSPLASH (1" THICK) TO MATCH
BATHROOM PARTITIONS.

1'
-4

" (
ST

EE
L 

BR
AC

KE
T)

2

A15.1

NOTE: USE SAME CONSTRUCTION
METHODS FOR OTHER SINKS WITH
COUNTER APRON.

2X4 FRAMING ON EITHER SIDE OF SINK
TYP. ATTACH TO 2X4 LEDGER AND FACE
PLATE W/ JOIST HANGERS.

2X4 ATTACHED AT EACH STUD W/
(2) WOOD SCREWS. 2" MIN.
PENETRATION.

EDGE OF SINK

USE (2) 2X6 STUDS AT ST. STL.
BRACKET LOCATION.

1/4"X4"X(AS INDICATED) ST. STL. L
BRACKET AT ALL UNSUPPORTED
ENDS OF BATHROOM
COUNTERTOPS. BOLT BRACKET TO
NEW STUDS WITH (4) 1/2" ST. STL.
THRU BOLTS AS INDICATED.

ATTACH (1) 2X6 ST. STL. L
BRACKET WITH (4) SCREWS

1" P. LAM.. TRIM TO MATCH
PROFILE OF 2X6 AS INDICATED IN
2/IB14. EXTEND TO FACE TRIM.

2X4 LEDGER BETWEEN ST. STL.
BRACKET AND WALL ATTACHED TO
NEW STUDS.

QUARTZ COUNTERTOP &
BACKSPLASH TO MATCH MARBLE
BATHROOM PARTITIONS.

1

A15.1

1'-0"

3'
-0

"
1'

-6
"

3'
-0

"

7'
-6

"

4"

2'-0"

(2) ADJUSTABLE SHELVES EACH CABINET.

NEW P. LAM. . UPPER CABINETS

NEW P. LAM.. COUNTERTOP & SPLASH.

NEW P. LAM.. BASE CABINETS

(1) ADJ. SHELF EACH CABINET

KICK SPACE

NOTE: QUARTZ COUNTERTOP AND SPLASH
AT ALL BATHROOMS & KITCHENS (WET
SURFACES). SEE INTERIOR ELEVATIONS.
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MILLWORK PLANS &
DETAILS

A15.1  3" = 1'-0"

SINK COUNTER APRON DETAIL1
A15.1  3" = 1'-0"

SINK COUNTER SECTION2

A15.1  1 1/2" = 1'-0"

CABINET DETAIL3

Dave
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A15.2 NTS

FIRST FLOOR PLAN - SIGNAGE

1
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A15.3 NTS

SECOND FLOOR PLAN - SIGNAGE

1
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A15.4 NTS

SIGNAGE DETAILS

1
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87.9

SEALANT

SST COUNTER FLASHING

BASE WALL FLASHING
(PARADIENE 40 FR)

TOP MEMBRANE (PARADIENE 30 FR)

FULLY ADHERED TO PRIMED
SUBSTRATE AND

UNDERLYING PARADIENE 20

BASE SHEET (PARADIENE 20)
DRY ON CANT, TO BE FULLY

ADHERED TO ROOF SURFACES.

1/4" ROOF COVER BOARD

POLYISOCYANURATE BOARD
INSULATION, MIN R-20

NEW METAL
FRAMED

EXTERIOR WALL

FASTENER 12" O.C. MAX.

PLASTER STOP

1" 3"

OUTSIDE

7/8" CEMENT PLASTER
ON MTL LATH

3/4" EXT. GRADE FIRE RETARDANT-
TREATED PLYWOOD ON MTL STUD FRAMING

8"
  M

IN
.

3"

8

7.9

2X6 P.T. WD BLOCKING

TOP MEMBRANE (PARADIENE 30 FR)

FLASHING FULLY ADHERED (PARADIENE 30 FR )

BASE SHEET (PARADIENE 20)

POLYISOCYANURATE
RIGID BOARD
INSULATION. MIN R-20

COPPER ANNULAR RING SHANK NAILS
STAGGERED, SPACED MAX. 4" O.C.

CONT. BEAD OF SEALANT

CONT. COPPER CLEAT, MIN. 24OZ, TYP.
FASTENED W/ COPPER SHANK

NAILS.10IN O.C. MAX. IN PERIMETER; 6 IN
O.C. MAX AT CORNERS

4" 20 OZ. CONT. COPPER DRIP EDGE,
TYP.

11" HALF ROUND COPPER
GUTTER MIN 20 OZ..

LT WT CONCRETE ON
MTL DECK

1/4" ROOF COVER BOARD

16 OZ. COPPER GUTTER HANGER
ANCHORED 24" O.C. MAX. W/ 1/4"

COPPER SCREWS

2X10 RECLAIMED WOOD FASCIA, PAINTED

3/4" EXT. GRADE FIRE
RETARDANT-TREATED
PLYWOOD ON MTL STUD
FRAMING

7/8" PLASTER ON METAL LATH

STL. BEAM BEYOND.
(SEE STRUCTURAL DWGS

FOR ADD. INFO.)

1 1/2" MTL CHANNEL

1 1/2" MTL FURRING 16" O.C.

4" 4"

STL. BENT PLATE

GUTTER
CLIP

2X4 P.T. WD BLOCK

1X2 P.T.WD BLOCK

R 5 1/2"

1/4" 1/4"

PLASTER CASING BEAD

BACKER ROD & SEALANT

7/8" CEMENT PLASTER ON MTL LATH

15 LB. VAPOR BARRIER

BACKER ROD, SEALANT, TYP.

T.O. PARAPET
43.88' NGVD

1'
 -

 0
" 

M
IN

.

TOP MEMBRANE (PARADIENE 30 FR)

FULLY ADHERED TO PRIMED
SUBSTRATE (PARADIENE 20)

BASE SHEET (PARADIENE 20)
DRY ON CANT, TO BE FULLY
ADHERED TO ROOF SURFACES.

1/4" ROOF COVER BOARD

POLYISOCYANURATE BOARD
INSULATION, MIN R-20

LT WT INSULATED CONCRETE DECK

EXISTING CONCRETE
PARAPET

FASTENER 12" O.C. MAX.

3" 1"

LIQUID APPLIED REINFORCED ROOF
COATING OVER SLOPED CEMENT TOPPING

METAL COPING

HISTORIC CORNICE

FLASHING (PARADIENE 20) TO
BE FULLY ADHERED TO VERT.
AND HOR. SURFACES

3"

TORCHED TO SURFACE AND
FASTENED 9" O.C.
(PARADIENE 40 FR TG)

NON-COMBUSTABLE CANT

EXTEND WALL FLASHING
MEMBRANES UP AND OVER
PARAPET, TYP.

WALL FLASHING MEMBRANES
(PARADIENE 40 FRTG) TORCHED TO
PREPARED CONC. WALL &
FASTENED 9" 0.C.

EXIST CONC. WALL, PAINTED

LEAD FLASHING (4lb., ROLL INTO PIPE 1")

SEALANT

TOP MEMBRANE (PARADIENE 30 FR)

FLASHING (PARADIENE 30)

LEAD FLANGE TP BE PRIMED AND SET INTO MASTIC

BOTTOM SHEET (PARADIENE 20)8"
 M

IN
.

4" 4"

POLYISOCYANURATE BOARD
INSULATION, MIN R-20

LT WT INSULATED CONCRETE
DECK ON MTL DECK

MTL FLASHING

SEALANT

TOP MEMBRANE (PARADIENE 30 FR)

FLASHING (PARADIENE 30)

MTL FLANGE TO BE PRIMED, SET INTO MASTIC, AND FASTEN

BOTTOM SHEET (PARADIENE 20)

4" 4"

8"
 M

IN

WATERTIGHT UMBRELLA SET
IN SEALANT

CLAMP

SEALANT

POLYISOCYANURATE BOARD
INSULATION, MIN R-20

LT WT INSULATED CONCRETE
DECK ON MTL DECK

1. ALL MULTI-PLY MODIFIED BITUMEN SYSTEMS AND COMPONENTS MUST
BE APPROVED FOR INSTALLATION AND HAVE CURRENT FLORIDA
PRODUCT APPROVAL OR MIAMI-DADE COUNTY NOTICE OF ACCEPTANCE
(NOA).

2. ROOFING SYSTEMS' REQUIRED APPROVALS MAY INCLUDE AMONG
OTHERS, THE MODIFIED BITUMEN PRIMERS AND MEMBRANES,
POLYISOCYANURATE BOARD INSULATIONS AND FASTENERS, ROOF
COVER BOARDS, ROOF MOUNTED EQUIPMENT, AND ALL OTHER ROOFING
RELATED ACCESSORIES REQUIRED TO PROVIDE A WATERPROOF
SYSTEM.

3. ALL ROOFING SYSTEMS SHALL MEET OR EXCEED ROOF PRESSURE
CRITERIA LISTED ON WIND DIAGRAMS, SHEET S-0.3.

4. WIND VELOCITY DESIGN CRITERIA IS BASED ON 3-SECOND GUST
EQUIVALENT TO A THRESHOLD 'CATEGORY 5 HURRICANE' SUSTAINED
WIND SPEED PER SAFFIR-SIMPSON HURRICANE WIND SCALE.  THIS
CRITERIA EXCEEDS THE MINIMUM REQUIREMENTS OF THE GOVERNING
BUILDING CODE WHICH MAY RESULT ON INCREASED FASTENER
DENSITIES TO MEET INCREASED PRESSURES.

5. BASIS OF DESIGN FOR ALL NEW ROOFING AREAS:
SIPLAST MULTIPLE-PLY SBS-MODIFIED BITUMEN TORCH-APPLIED
SYSTEM, WITH FLAT AND TAPERED POLYISOCYANURATE INSULATION
BOARDS. MINIMUN SOLAR REFLECTIVE INDEX (SRI) OF 78 AND MINIMUM
40% POST-INDUSTRIAL RECYCLED CONTENT.

• ROOFING TYPE 1: MD COUNTY NOA NO. 13-0514.04 (P. 17)
• ROOFING TYPE 2: MD COUNTY NOA NO. 12-1220.05 (P. 16)
• ROOFING TYPE 3: MD COUNTY NOA NO. 12-1220.03 (P. 13)

6. THE TOP OF EXISTING CONCRETE CORNICES AND NEW CHILLER
BUILDING PARAPET WALLS SHALL BE COATED WITH A LIQUID-APPLIED
REINFORCED WATERPROOFING SYSTEM OVER NEW SLOPED CONCRETE
SUBSTRATE, TYP. OF "SIPLAST PARAPRO" PMMA COATING, OR EQUAL.

7. PROVIDE MODIFIED BITUMEN SHEET MATERIAL (E.G. 'WALKWAY PADS')
DESIGNED TO BE USED AS A PROTECTIVE COURSE AT ROOF AREAS WITH
ANTICIPATED HIGH PEDESTRIAN TRAFFIC OR MECHANICAL ABUSE
POTENTIAL; BELOW PRECAST CONCRETE SPLASHBLOCKS, AND OTHER
LOCATIONS INDICATED BY THE ARCHITECT.

8. DESIGN OF SPUN ALUMINUM ROOF MOUNTED, DIRECT DRIVEN,
DOWNBLAST CENTRIFUGAL EXHAUST VENTILATORS  IS BASED ON
MODELS "ACE" BY THE LOREN COOK CO. W/ MIAMI-DADE CO. NOA 13-
0708.12.  REFER TO FAN SCHEDULE ON M-4.1

9. DESIGN OF ROOF ACCESS HATCH IS BASED ON "SERIES HURRICANE
ZONE" BY BABCOCK-DAVIS, W/ MIAMI-DADE COUNTY PRODUCT
APPROVAL NOA NO. 12-0320.29.

10. ALL ROOF MOUNTED EQUIPMENT SHALL BE INSTALLED ON
PREMANUFACTURED, INSULATED ROOF CURBS.  BASIS OF DESIGN IS
BASED ON: "RPC-3L" BY ROOF PRODUCTS INC.

11. ALL METAL FLASHING MATERIALS AND CORRESPONDING FASTENERS
SHALL BE MADE OF STAINLESS STEEL, UNLESS OTHERWISE NOTED.

12. REFER TO ELECTRICAL DRAWINGS FOR LIGHTNING PROTECTION
REQUIREMENTS.

13. REFER TO PROJECT MANUAL FOR SUBMITTAL REQUIREMENTS
INCLUDING SUBSTITUTIONS, PRODUCT DATA, SHOP DRAWINGS,
SAMPLES, INSTALLER QUALIFICATIONS, MANUFACTURER'S
CERTIFICATES, INSTALLATION MOCK-UPS,  WARRANTIES, AND REQUIRED
FIELD TESTS FOR SPECIFIC SYSTEMS.

14. ALL STORMWATER RUNOFF IS DIRECTED TO RESTORED
UNDERGROUND WATER COLLECTION CISTERNS. REFER TO PLUMBING
DRAWINGS FOR CONTINUATION OF RWL'S AND UNDERGROUND STORM
DRAINAGE PIPING.

ROOFING GENERAL NOTES

3"1"

1"3"

BASE CURB FLASHING (PARADIENE 40 FR)

TOP MEMBRANE (PARADIENE 30 FR)
FULLY ADHERED
FLASHING (PARADIENE 20) - CANT
AND ROOF SURFACES

BASE SHEET (PARADIENE 20) -
DRY ON CANT AND FULLY
ADHERED TO ROOF SURFACES

POLYISOCYANURATE BOARD
INSULATION, MIN R-20

LT WT INSULATED CONCRETE
DECK ON MTL DECK

1/4" ROOF COVER BOARD

PREFABRICATED INSULATED
CURB (METAL) MIN R-8

1/4" / 1'-0"
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08/08/14

ROOFING DETAILS

A16.1  3" = 1'-0"A7.1

COMMISSION CHAMBER ROOFING DETAIL2

A16.1  3" = 1'-0"A7.1

GUTTER DETAIL3

A16.1  3" = 1'-0"A3.1A

PARAPET ROOFING DETAIL5

A16.1  3" = 1'-0"

WASTE STACK DETAIL4
A16.1  3" = 1'-0"

CONDUIT / SMALL PIPE PENETRATION ROOF DETAIL6

A16.1  3" = 1'-0"

EQUIPMENT CURB ROOF DETAIL1
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SEALANT

SST COUNTERFLASHING

BASE WALL FLASHING (PARADIENE 40 FR)

TOP MEMBRANE (PARADIENE 30 FR)

FULLY ADHERED TO PRIMED
SUBSTRATE AND UNDERLYING
(PARADIENE 20)

BASE SHEET (PARADIENE 20)
DRY ON CANT, TO BE FULLY
ADHERED TO ROOF SURFACES.

EXISTING T & G WD DECK

FASTENER 12" O.C. MAX.

1"3"

OUTSIDE

3"

EXISTING EXTERTIOR WALL

8"
  M

IN
.

EXISTING WD JOIST

REGLET

1/2" MTL FURRING 24" O.C. MAX.

7/8" CEMENT PLASTER ON MTL LATH

3/4" EXT. GRADE
PLYWOOD SHEATHING

NEW LEDGER & CEILING JOISTS

EXISTING WOOD LEDGER

BACKER ROD SEALANT, TYP.

PLASTER CASING BEAD

PAINTED CONC. WALL

B.5

2X6 P.T. WD BLOCKING

TOP MEMBRANE (PARADIENE 30 FR)

FLASHING FULLY ADHERED (PARADIENE 30 FR)

BASE SHEET (PARADIENE 20)

POLYISOCYANURATE
RIGID BOARD
INSULATION. MIN R-20

COPPER ANNULAR SHANK NAILS
STAGGERED, SPACED MAX. 4" O.C.

CONT. BEAD OF SEALANT

CONT. 24 OZ. COPPER CLEAT, FASTENED
W/ MIN. COPPER NAILS.10IN O.C. MAX. IN
PERIMETER; 6 IN O.C. MAX AT CORNERS

4" 20 OZ. COPPER
DRIP EDGE, TYP.

LT WT CONCRETE ON
MTL DECK

1/4" ROOF COVER BOARD

2X10 P.T. RECPLIAMED WOOD FASCIA,
PAINTED, TYP.

1X2 P.T. WD. BLOCK
4"4"

STL. BENT PLATE

16 OZ. COPPER GUTTER HANGER
ANCHORED 24" O.C. MAX. W/ 1/4"

COPPER SCREWS

GUTTER
CLIP

2X4 P.T. WD. BLOCK

11"" HALF ROUND 16 OZ.
COPPER GUTTER

R 5 1/2"

7/8" CEMENT PLASTER ON METAL LATH,
VAPOR BARRIER, OVER 3/4" FIRE

RETARDANT-TREATED EXT. GRADE
PLYWOOD ON METAL STUD WALL FRAMING

TOP MEMBRANE (PARADIENE 30 FR)

PARADIENE 30 FR FULLY ADHERED

BASE SHEET (PARADIENE 20)

COPPER ANNULAR RING SHANK NAILS
STAGGERED, SPACED MAX. 4" O.C.

CONT. BEAD OF SEALANT

CONT. COPPER CLEAT, MIN. 24 0Z, TYP.
FASTENED W COPPER ANNULAR RING
SHANK NAILS.10IN O.C. MAX. IN
PERIMETER; 6 IN O.C. MAX AT CORNERS

COPPER DRIP. MIN. 16 OZ, TYP.

4" HALF ROUND COPPER
GUTTER. 16 OZ. MIN.

EXISTING WD JOIST

COPPER GUTTER BRACKET, MIN 16 OZ.
FASTENED MAX. 24" O.C. W/ COPPER
SCREWS TO FASCIA EDGE

2X12 PAINTED RECLAIMED WOOD FASCIA

4"5"

EXISTING T & G WD DECK

1/2" MTL FURRING 24" O.C. MAX.

7/8" CEMENT PLASTER
ON MTL LATH

BACKER ROD, SEALANT

3/4" EXT. GRADE PLYWOOD SHEATHING

R 2"

COPPER GUTTER CLIPS

1/4"

PLASTER CASING BEAD

4"

TOP MEMBRANE (PARADIENE 30 FR)

LEAD FLASHING (PARADIENE 30 )

BASE SHEET (PARADIENE 20)

POLYISOCYANURATE RIGID
BOARD INSULATION. MIN R-20

1/4" ROOF COVER BOARD

8" CONC SLAB

FLASHING (PARADIENE 30 FR)

CLAMPING RING

MASTIC  (SHADED AREA)

UNDER DECK CLAMP

L

SEALANT

SST COUNTERFLASHING

BASE WALL FLASHING (PARADIENE 40 FR)

TOP MEMBRANE (PARADIENE 30 FR)

FULLY ADHERED TO PRIMED
SUBSTRATE AND UNDERLYING
(PARADIENE 20)

BASE SHEET (PARADIENE 20)
DRY ON CANT, TO BE FULLY
ADHERED TO ROOF SURFACES.

FASTENER 12" O.C. MAX.

1"3"

3"

REGLET

8"
 M

IN
.

PLASTER STOP

POLYISOCYANURATE RIGID BOARD
INSULATION. MIN R-20

1/4" ROOF COVER BOARD

CONC. SLAB

CONC. BEAM

CEMENT PLASTER, PAINTED TYP.

CMU WALL

LIQUID APPLIED REINFORCED
ROOF COATING

1/2" / 1'-0"

PLASTER J-BEAD (BOTH SIDES)

1. ALL MULTI-PLY MODIFIED BITUMEN SYSTEMS AND COMPONENTS MUST
BE APPROVED FOR INSTALLATION AND HAVE CURRENT FLORIDA
PRODUCT APPROVAL OR MIAMI-DADE COUNTY NOTICE OF ACCEPTANCE
(NOA).

2. ROOFING SYSTEMS' REQUIRED APPROVALS MAY INCLUDE AMONG
OTHERS, THE MODIFIED BITUMEN PRIMERS AND MEMBRANES,
POLYISOCYANURATE BOARD INSULATIONS AND FASTENERS, ROOF
COVER BOARDS, ROOF MOUNTED EQUIPMENT, AND ALL OTHER ROOFING
RELATED ACCESSORIES REQUIRED TO PROVIDE A WATERPROOF
SYSTEM.

3. ALL ROOFING SYSTEMS SHALL MEET OR EXCEED ROOF PRESSURE
CRITERIA LISTED ON WIND DIAGRAMS, SHEET S-0.3.

4. WIND VELOCITY DESIGN CRITERIA IS BASED ON 3-SECOND GUST
EQUIVALENT TO A THRESHOLD 'CATEGORY 5 HURRICANE' SUSTAINED
WIND SPEED PER SAFFIR-SIMPSON HURRICANE WIND SCALE.  THIS
CRITERIA EXCEEDS THE MINIMUM REQUIREMENTS OF THE GOVERNING
BUILDING CODE WHICH MAY RESULT ON INCREASED FASTENER
DENSITIES TO MEET INCREASED PRESSURES.

5. BASIS OF DESIGN FOR ALL NEW ROOFING AREAS:
SIPLAST MULTIPLE-PLY SBS-MODIFIED BITUMEN TORCH-APPLIED
SYSTEM, WITH FLAT AND TAPERED POLYISOCYANURATE INSULATION
BOARDS. MINIMUN SOLAR REFLECTIVE INDEX (SRI) OF 78 AND MINIMUM
40% POST-INDUSTRIAL RECYCLED CONTENT.

• ROOFING TYPE 1: MD COUNTY NOA NO. 13-0514.04 (P. 17)
• ROOFING TYPE 2: MD COUNTY NOA NO. 12-1220.05 (P. 16)
• ROOFING TYPE 3: MD COUNTY NOA NO. 12-1220.03 (P. 13)

6. THE TOP OF EXISTING CONCRETE CORNICES AND NEW CHILLER
BUILDING PARAPET WALLS SHALL BE COATED WITH A LIQUID-APPLIED
REINFORCED WATERPROOFING SYSTEM OVER NEW SLOPED CONCRETE
SUBSTRATE, TYP. OF "SIPLAST PARAPRO" PMMA COATING, OR EQUAL.

7. PROVIDE MODIFIED BITUMEN SHEET MATERIAL (E.G. 'WALKWAY PADS')
DESIGNED TO BE USED AS A PROTECTIVE COURSE AT ROOF AREAS WITH
ANTICIPATED HIGH PEDESTRIAN TRAFFIC OR MECHANICAL ABUSE
POTENTIAL; BELOW PRECAST CONCRETE SPLASHBLOCKS, AND OTHER
LOCATIONS INDICATED BY THE ARCHITECT.

8. DESIGN OF SPUN ALUMINUM ROOF MOUNTED, DIRECT DRIVEN,
DOWNBLAST CENTRIFUGAL EXHAUST VENTILATORS  IS BASED ON
MODELS "ACE" BY THE LOREN COOK CO. W/ MIAMI-DADE CO. NOA 13-
0708.12.  REFER TO FAN SCHEDULE ON M-4.1

9. DESIGN OF ROOF ACCESS HATCH IS BASED ON "SERIES HURRICANE
ZONE" BY BABCOCK-DAVIS, W/ MIAMI-DADE COUNTY PRODUCT
APPROVAL NOA NO. 12-0320.29.

10. ALL ROOF MOUNTED EQUIPMENT SHALL BE INSTALLED ON
PREMANUFACTURED, INSULATED ROOF CURBS.  BASIS OF DESIGN IS
BASED ON: "RPC-3L" BY ROOF PRODUCTS INC.

11. ALL METAL FLASHING MATERIALS AND CORRESPONDING FASTENERS
SHALL BE MADE OF STAINLESS STEEL, UNLESS OTHERWISE NOTED.

12. REFER TO ELECTRICAL DRAWINGS FOR LIGHTNING PROTECTION
REQUIREMENTS.

13. REFER TO PROJECT MANUAL FOR SUBMITTAL REQUIREMENTS
INCLUDING SUBSTITUTIONS, PRODUCT DATA, SHOP DRAWINGS,
SAMPLES, INSTALLER QUALIFICATIONS, MANUFACTURER'S
CERTIFICATES, INSTALLATION MOCK-UPS,  WARRANTIES, AND REQUIRED
FIELD TESTS FOR SPECIFIC SYSTEMS.

14. ALL STORMWATER RUNOFF IS DIRECTED TO RESTORED
UNDERGROUND WATER COLLECTION CISTERNS. REFER TO PLUMBING
DRAWINGS FOR CONTINUATION OF RWL'S AND UNDERGROUND STORM
DRAINAGE PIPING.

ROOFING GENERAL NOTES

SEALANT

SST COUNTERFLASHING

METAL "L" PANEL FASTENED 3" O.C.

TOP MEMBRANE (PARADIENE 30 FR)

BASE SHEET (PARADIENE 20)

1/4" ROOF COVER BOARD

POLYISOCYANURATE BOARD
INSULATION, MIN R-20

NEW STEEL
STUD FRAMED

EXTERIOR WALL

STAINLESS STEEL PLATE

TOP CHORD OF NEW TRUSS

EXISTING WALL

PLASTER STOP

OUTSIDE

7/8" CEMENT PLASTER ON METAL LATH, VAPOR
BARRIER, OVER FIRE RETARDANT-TREATED EXT.

GRADE PLYWOOD ON METAL STUD WALL FRAMING

FLASHING FULLY ADHERED (PARADIENE 20)

8"
  M

IN
 -

 1
2"

 M
A

X

1"3"

1/2" / 1'-0" SLOPE

15 lb VAPOR BARRIER

 3/4" FIRE RETARDANT-
TREATED EXT. GRADE
PLYWOOD ON METAL STUD
WALL FRAMING

CORRIDOR
229

REFER TO PLAN FOR SIZING

1/2"

MOUNTING POST

HINGED-COLLAR

COPPER BRACKET 16 OZ.

CLASP

1"

WALL/COLUNM SURFACE

2"

NOTE: PROVIDE 2 BRACKETS FOR EACH
DOWNSPOUT THAT IS 10' OR LESS IN LENGTH.
FOR DOWNSPOUTS GREATER THAN 10', PROVIDE
SUPPORT BRACKETS EVERY 10' O.C. MAX AT
EQUAL INTERVALS.

1/2"

COPPER DOWNSPOUT.
REFER TO PLANS FOR SIZING

COPPER BRACKET

SEE PLUMBING PLANS FOR
ROUTING & DISCHARGE TO
CISTERNS

CAST IRON SLEEVE TO BE
PAINTED PRIOR TO
INSTALLATION

CAST IRON RWL PIPE

1 1/2" TYP.

8"
 M

IN
.

CONC. SLAB ON GRADE OR
GRADE PER PLAN

BACKER ROD & SEALANT
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08/08/14

ROOFING DETAILS

A16.2  3" = 1'-0"A7.1

PORTICO ROOF DETAIL2

A16.2  3" = 1'-0"A7.2

BRIDGE ROOF GUTTER DETAIL7

A16.2  3" = 1'-0"A3.1A

PORTICO ROOF GUTTER DETAIL1A16.2  3" = 1'-0"A3.1A

ROOF DRAIN DETAIL (CONC DECK)5
A16.2  3" = 1'-0"

LARGE ROOF COPING DETAIL8

A16.2  3" = 1'-0"

BRIDGE ROOF DETAIL6

A16.2  3" = 1'-0"

TYPICAL DOWNSPOUT BRACKET DETAIL3

A16.2  3" = 1'-0"

TYPICAL DOWNSPOUT TRANSITION DETAIL4

DECK SUPPORTED ROOF
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TOP  MEMBRANE (PARADIENE 30 FR)

FLASHING FULLY ADHERED (PARADIENE 30 FR)

BASE SHEET (PARADIENE 20)

POLYISOCYANURATE RIGID BOARD
INSULATION. MIN R-20

1/4" ROOF COVER BOARD

FLASHING MEMBRANE (PARAPRO)

SEALANT

4" 4" 8"
 M

IN
.

5" DIA . COPPER DOWNSPOUT

CAST IRON RAINWATER
LEADER. SEE PLUMBING DWG'S
FOR ROUTING & DISCHARGE
INTO CISTERNS

SEALANT

(2) #12 WD SCREWS AT 12" O.C. MAX, (USE
COPPER NAILS WHEN IN DIRECT CONTACT WITH
COPPER DRIP EDGE) 6" O.C. AT CORNERS MAX, 1"
MIN PENETRATION TYP.

4" COPPER MTL DRIP. MIN. 20 OZ., TYP.

2X6 WD NAILER

TOP  MEMBRANE (PARADIENE 30 FR)

FLASHING FULLY ADHERED (PARADIENE 30 FR)

BASE SHEET (PARADIENE 20)

POLYISOCYANURATE RIGID BOARD
INSULATION. MIN R-20

CONT. BEAD OF SEALANT

1/4" ROOF COVER BOARD

2x10 RECLAIMED WD. FASCIA,
PAINTED

CONT. COPPER CLEAT, MIN. 24 OZ., TYP. FASTENED W/
ANNULAR RING COPPER SHANK NAILS.10IN O.C. MAX. IN
PERIMETER; 6 IN O.C. MAX AT CORNERS

(2)#12 SELF TAPPING COPPER
SCREWS AT 12" O.C. MAX

8" HALF ROUND
COPPER GUTTER

16 OZ. PREMANUFACTURED
COPPER GUTTER HANGER
ANCHORED 24" O.C. MAX. W/
1/4" COPPER SCREWS

GUTTER CLIP

1X2 P.T. WD NAILER

1/4"
CONT. SEALANT

PLASTER CASING BEAD

R 4"

PREFAB SMOOTH
COPPER ELBOW & PIPE
W/ HAIRLINE SEAMS
MIN. 20 OZ. TYP.

E

1/4"

CONT. SEALANT JOINT

PLASTER CORNER BEAD

NEW W10X12

1/4"
CONT. SEALANT JOINT

7/8" CEMENT PLASTER OVER
MTL LATH ON MTL JOISTS

7/8" CEMENT PLASTER OVER
MTL LATH ON STL. FRAMING1'

-0
 1

/2
"

9"

MTL. FRAMING 24" O.C.

HISTORIC COLUMN
CAPITOL TO REMAIN

1 7/8" / 1'-0"

EL. +19.45'

TO EXIST COLUMN

COUNTERFLASHING

BASE WALL FLASHING (PARADIENE 40 FR)

TOP MEMBRANE (PARADIENE 30 FR)

FULLY ADHERED TO PRIMED
SUBSTRATE AND UNDERLYING
(PARADIENE 20)

BASE SHEET (PARADIENE 20) DRY
ON CANT, TO BE FULLY ADHERED
TO ROOF SURFACES.

FASTENER 12" O.C. MAX.

3"
1"

SEALANT

8"
 M

IN
. 3"

CANT

1/4" ROOF COVER BOARD

POLYISOCYANURATE BOARD
INSULATION, MIN R-20

STL. BENT PLATE

LIGHT GUAGE MTL. JOISTS 24" O.C.

EXIST CONC. WALL, PAINTED

(2) #12 WD SCREWS AT 12" O.C. MAX, (USE
COPPER NAILS WHEN IN DIRECT CONTACT WITH
COPPER DRIP EDGE) 6" O.C. AT CORNERS MAX, 1"
MIN PENETRATION TYP.

4" COPPER MTL DRIP. MIN. 20 OZ., TYP.

2X6 P.T. WD NAILER

TOP  MEMBRANE (PARADIENE 30 FR)

FLASHING FULLY ADHERED (PARADIENE 30 FR)

BASE SHEET (PARADIENE 20)

POLYISOCYANURATE
RIGID BOARD

INSULATION. MIN R-20

CONT. BEAD OF SEALANT

MTL DECK

1/4" ROOF COVER BOARD

4" MIN.4"

PAINTED, RECLAIMED 2x10
FASCIA

7/8" PLASTER ON
METAL LATH

CONT, SEALANT

STL. OUTRIGGERS BEYOND. REFER
TO STRUCTURAL PLANS FOR
ATTACHMENTS TO TOP OF WALL

EXISTING WALL

MTL FRAMING CHANNELS
BEYOND. 24" O.C.

CONT. COPPER CLEAT, MIN. 24 OZ., TYP. FASTENED W/
ANNULAR RING COPPER SHANK NAILS.10IN O.C. MAX. IN
PERIMETER; 6 IN O.C. MAX AT CORNERS

(2)#12 SELF TAPPING COPPER
SCREWS AT 12" O.C. MAX

STL ANGLE

1 1/2" MTL CHANNEL ANCHORED
TO OUTRIGGERS EACH END

1"

8" HALF ROUND
COPPER GUTTER

PLASTER CASING BEAD

16 OZ. PREMANUFACTURED
COPPER GUTTER HANGER
ANCHORED 24" O.C. MAX. W/
1/4" COPPER SCREWS

GUTTER CLIP

1X2 P.T. WD NAILER

R
 4

"

PAINTED EXIST. CONC. WALL

DOWNSPOUT BEYOND

4"

TOP MEMBRANE (PARADIENE 30 FR)

LEAD FLASHING (PARADIENE 30 )

BASE SHEET (PARADIENE 20)

1/4" ROOF COVER BOARD

FLASHING (PARADIENE 30 FR)

CLAMPING RING

MASTIC  (SHADED AREA)

MTL DECK

POLYISOCYANURATE RIGID
BOARD INSULATION. MIN R-20

2X6 P.T. WD NAILER (FSC)

TOP  MEMBRANE (PARADIENE 30 FR)

 FLASHING FULLY ADHERED (PARADIENE 30 FR)

BASE SHEET (PARADIENE 20)

POLYISOCYANURATE
RIGID BOARD
INSULATION. MIN R-20

(2) #12 COPPER WD SCREWS AT 12"
O.C. MAX, 6" O.C. AT CORNERS MAX,

1" MIN PENETRATION TYP.

CONT. BEAD OF SEALANT

CONT. COPPER CLEAT, MIN. 24 OZ. TYP.
FASTENED W/ COPPER ANNULAR RING

SHANK NAILS.10IN O.C. MAX. IN
PERIMETER; 6 IN O.C. MAX AT CORNERS

4" 20 OZ. MIN. COPPER DRIP
EDGE, TYP.

1 1/2" MTL DECK

1/4" ROOF COVER BOARD

4" 4"

STL ANGLE

PAINTED 2 X 10 RECLAIMED
WD. FASCIA

STL. OUTRIGGERS BEYOND 8'+/- O.C..
REFER TO STRUCTURAL PLANS FOR
ATTACHMENTS TO TOP OF WALL.

1 1/2" MTL CHANNEL ANCHORED
TO OUTRIGGERS EACH END

 MTL FRAMING CHANNELS
BEYOND 24" O.C.

7/8" PLASTER ON METAL LATH
1'-2"

EXISTING WALL

CONT. SEALANT

PLASTER CASING BEAD

9 
3/

4"

(2)#12 SELF TAPPING SCREWS
AT 12" O.C. MAX

1" (2)#12 SELF TAPPING SCREWS
AT 12" O.C. MAX, 6" O.C. MAX AT
CORNERS

1/4"

CASING BEAD

CONT. SEALANT

1. ALL MULTI-PLY MODIFIED BITUMEN SYSTEMS AND COMPONENTS MUST
BE APPROVED FOR INSTALLATION AND HAVE CURRENT FLORIDA
PRODUCT APPROVAL OR MIAMI-DADE COUNTY NOTICE OF ACCEPTANCE
(NOA).

2. ROOFING SYSTEMS' REQUIRED APPROVALS MAY INCLUDE AMONG
OTHERS, THE MODIFIED BITUMEN PRIMERS AND MEMBRANES,
POLYISOCYANURATE BOARD INSULATIONS AND FASTENERS, ROOF
COVER BOARDS, ROOF MOUNTED EQUIPMENT, AND ALL OTHER ROOFING
RELATED ACCESSORIES REQUIRED TO PROVIDE A WATERPROOF
SYSTEM.

3. ALL ROOFING SYSTEMS SHALL MEET OR EXCEED ROOF PRESSURE
CRITERIA LISTED ON WIND DIAGRAMS, SHEET S-0.3.

4. WIND VELOCITY DESIGN CRITERIA IS BASED ON 3-SECOND GUST
EQUIVALENT TO A THRESHOLD 'CATEGORY 5 HURRICANE' SUSTAINED
WIND SPEED PER SAFFIR-SIMPSON HURRICANE WIND SCALE.  THIS
CRITERIA EXCEEDS THE MINIMUM REQUIREMENTS OF THE GOVERNING
BUILDING CODE WHICH MAY RESULT ON INCREASED FASTENER
DENSITIES TO MEET INCREASED PRESSURES.

5. BASIS OF DESIGN FOR ALL NEW ROOFING AREAS:
SIPLAST MULTIPLE-PLY SBS-MODIFIED BITUMEN TORCH-APPLIED
SYSTEM, WITH FLAT AND TAPERED POLYISOCYANURATE INSULATION
BOARDS. MINIMUN SOLAR REFLECTIVE INDEX (SRI) OF 78 AND MINIMUM
40% POST-INDUSTRIAL RECYCLED CONTENT.

• ROOFING TYPE 1: MD COUNTY NOA NO. 13-0514.04 (P. 17)
• ROOFING TYPE 2: MD COUNTY NOA NO. 12-1220.05 (P. 16)
• ROOFING TYPE 3: MD COUNTY NOA NO. 12-1220.03 (P. 13)

6. THE TOP OF EXISTING CONCRETE CORNICES AND NEW CHILLER
BUILDING PARAPET WALLS SHALL BE COATED WITH A LIQUID-APPLIED
REINFORCED WATERPROOFING SYSTEM OVER NEW SLOPED CONCRETE
SUBSTRATE, TYP. OF "SIPLAST PARAPRO" PMMA COATING, OR EQUAL.

7. PROVIDE MODIFIED BITUMEN SHEET MATERIAL (E.G. 'WALKWAY PADS')
DESIGNED TO BE USED AS A PROTECTIVE COURSE AT ROOF AREAS WITH
ANTICIPATED HIGH PEDESTRIAN TRAFFIC OR MECHANICAL ABUSE
POTENTIAL; BELOW PRECAST CONCRETE SPLASHBLOCKS, AND OTHER
LOCATIONS INDICATED BY THE ARCHITECT.

8. DESIGN OF SPUN ALUMINUM ROOF MOUNTED, DIRECT DRIVEN,
DOWNBLAST CENTRIFUGAL EXHAUST VENTILATORS  IS BASED ON
MODELS "ACE" BY THE LOREN COOK CO. W/ MIAMI-DADE CO. NOA 13-
0708.12.  REFER TO FAN SCHEDULE ON M-4.1

9. DESIGN OF ROOF ACCESS HATCH IS BASED ON "SERIES HURRICANE
ZONE" BY BABCOCK-DAVIS, W/ MIAMI-DADE COUNTY PRODUCT
APPROVAL NOA NO. 12-0320.29.

10. ALL ROOF MOUNTED EQUIPMENT SHALL BE INSTALLED ON
PREMANUFACTURED, INSULATED ROOF CURBS.  BASIS OF DESIGN IS
BASED ON: "RPC-3L" BY ROOF PRODUCTS INC.

11. ALL METAL FLASHING MATERIALS AND CORRESPONDING FASTENERS
SHALL BE MADE OF STAINLESS STEEL, UNLESS OTHERWISE NOTED.

12. REFER TO ELECTRICAL DRAWINGS FOR LIGHTNING PROTECTION
REQUIREMENTS.

13. REFER TO PROJECT MANUAL FOR SUBMITTAL REQUIREMENTS
INCLUDING SUBSTITUTIONS, PRODUCT DATA, SHOP DRAWINGS,
SAMPLES, INSTALLER QUALIFICATIONS, MANUFACTURER'S
CERTIFICATES, INSTALLATION MOCK-UPS,  WARRANTIES, AND REQUIRED
FIELD TESTS FOR SPECIFIC SYSTEMS.

14. ALL STORMWATER RUNOFF IS DIRECTED TO RESTORED
UNDERGROUND WATER COLLECTION CISTERNS. REFER TO PLUMBING
DRAWINGS FOR CONTINUATION OF RWL'S AND UNDERGROUND STORM
DRAINAGE PIPING.

ROOFING GENERAL NOTES
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A16.3

08/08/14

ROOFING DETAILS

A16.3  3" = 1'-0"

DOWN SPOUT PENETRATION DETAIL5
A16.3  3" = 1'-0"

NORTH BREEZEWAY ROOF GUTTER DETAIL1
A16.3  3" = 1'-0"

STL BEAM BOX OUT DETAIL4

A16.3  3" = 1'-0"

NORTH BREEZEWAY ROOF DETAIL6

A16.3  3" = 1'-0"

GUTTER DETAIL FOR ROOF TYPE 27

A16.3  3" = 1'-0"

ROOF DRAIN DETAIL (MTL DECK)2

A16.3  3" = 1'-0"

DRIP EDGE DETAIL3
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B.5

L.6

SOUTH BREEZEWAY
157

1' - 7 1/2"

2'
 -

 0
"

9 3/8"

RWL

ERWL

EXISTING WALL

EXISTIN COLUMN

SEALANT

GWB CASING BEAD

GWB PAINTED

3/8" SEALANT JOINT

PLASTER CASING BEAD

MATCH STUCCO
PLASTER TEXTURE

STL. COLUMN

CEMENT PLASTER ON
MTL LATH OVER MTL,.
STUD FRAMING

2'
-1

"
2'

-0
"

10' - 0" A.F.F.

5/8" GWB ON 3 5/8" MTL STUD

1B

INTERIOR
STOREFRONT SYSTEM

3 5/8" MTL CHANNEL

3 5/8" SLOTTED MTL CHANNEL

3/4" SHADOW REVEAL

SUSPENDED ACOUSITCAL CLG. PANEL

3/4" SHADOW REVEAL

SUSPENDED ACOUSITCAL CLG. PANEL

1"
PA

NE
L

(*)
F/

D

RESIN HARDENED EDGE

DPC-3 PANEL CLIP

RESIN HARD SPOT
FOR MECHANICAL
MOUNTING

DWC-7 WALL CLIP

PA
NE

L
PA

NE
L

DPC-3 PANEL CLIP
FASTENED TO WALL

RESIN HARD SPOT FOR
MECHANICAL MOUNTING

DPC-3 PANEL CLIP
RESTS BEHIND LOWER
PANEL

PA
N

EL

(*
) F

/D

1/4"

LEVELING CLIP

DWC-7 WALL CLIP

RESIN HARD SPOT
FOR MECHANICAL
MOUNTING

DPC-3 PANEL CLIP

CARPET FLOORING

PTD. WD. WAINSCOT

10

GWB CORNER BEAD

5/8" GWB ON MTL
FRAMING, TYP.

3/4" SHADOW REVEAL

SUSPENDED ACOUSTICAL
CLG. PANEL SYSTEM

SUSPENDED ACOUSTICAL
CLG. PANEL SYSTEM

3/4" SHADOW REVEAL

ALIGN

CAST CONCRETE MEDALLION

FACE OF WALL

1/4" STUD CAST INTO CONC. MEDALLION. (1) OF (4).

NEOPRENE SPACER 3/8"

DRILL AND EPOXY . 4" MIN. PENETRATION.

BACKER ROD ALL AROUND.

CAULK
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08/08/14

GENERAL DETAILS

A19.1  1 1/2" = 1'-0"

NEW COLUMN DETAIL AT BRIDGE AND COMMISSION CHAMBERS5

A19.1  3" = 1'-0"

SOFFIT DETAIL7

A19.1  3" = 1'-0"

TOP DETAIL3

A19.1  3" = 1'-0"

HOR. BUTT JOINT DETAIL2

A19.1  3" = 1'-0"

BASE DETAIL1

A19.1  3" = 1'-0"

DROPPED BEAM DETAIL6

A19.1  3" = 1'-0"

CONCRETE MEDALLION8
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9

3"

1"
3"

PARADIENE 40 FR

TOP MEMBRANE
(PARADIENE 30 FR)

FLASHING (PARADIENE 20) - CANT AND
ROOF SURFACES
BASE SHEET (PARADIENE 20) - DRY ON
CANT AND FULLY ADHERED TO ROOF
SURFACES

POLYISOCYANURATE BOARD
INSULATION, MIN R-20

LT WT INSULATED CONCRETE
DECK ON MTL DECK

1/4" ROOF COVER BOARD

PREFABRICATED
INSULATED CURB (METAL)

STL. ANGLE

5/8" GWB ON MTL FRAMING

ROOF ACCESS HATCH

WD BLOCKING

ROOF HATCH
SAFETY RAILING

E

A19.2

4

11
 1

/4
"

8'
-0

"
6'

-0
"

SAFETY POST (CLOSED POSITION)

1 1/4" SQUARE ALUM.
SERRATED RUNGS. TYP.

INTERMEDIATE BRACKET
ATTACHED DIRECTLY TO
CMU. PROVIDE CASING
BEAD & SEALANT @
EACH BRACKET
PENETRATION THRU GWB

ROOF HATCH

9 2

A19.2

1'-6 3/8"

4 1/2" X 1 3/8" X 3/16" - 2' LG.
ALUM. FLOOR BRACKET

INTERMEDIATE BRACKET
ATTACHED DIRECTLY TO CMU.
PROVIDE CASING BEAD & SEALANT
@ EACH BRACKET PENETRATION
THRU GWB

1 1/4" SQUARE ALUMINUM RUNGS.
SERRATED ON ALL SIDES. TYP.

TY
P.

1'
-0

"

TO
P 

BR
AC

KE
T

9"

3"

1'-6 3/8"

ALUM CHANNEL  LADDER

SAFETY POST

A19.2

3

3"

7" MIN.

1 
1/

4"

1 1/4"

3/16" ALUM. OFF
FLOOR BRACKET
ATTACHED
DIRECTLY TO CMU

5

A19.2

1'
-0

" 
 T

YP
.

2 5/16" HOLES FOR
3/8" EXP. TYPE
ANCHOR BOLTS

3/16" ALUM. BRACKET
@ 10' O.C. MAX.
CAULK GWB AROUND
BRACKET

1/4" S.S. BOLT ATTACHMENT

#12 X 1 1/4" S.S SELF
TAPPING SCREWS

3" X 1" X 1/8" ALUM.
CHANNEL RAIL ALLOY
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08/08/14

GENERAL DETAIL -
ROOF ACCESS
LADDER

A19.2  3" = 1'-0"

ROOF HATCH DETAIL3

A19.2  1" = 1'-0"

ROOF ACCESS LADDER SECTION2
A19.2  1" = 1'-0"

ROOF ACCESS LADDER1

A19.2  1 1/2" = 1'-0"

ROOF LADDER DETAIL4
A19.2  3" = 1'-0"

LADDER BRACKET DETAIL5
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K.IK.9

3/4"

6'
-0

"

4"
5'

-1
 1

/4
"

6 
3/

4"

2"

3'
-4

"

1'-6"

RIM EXIT DEVICE MOUNTED
3'4" A.F.F. OR GRADE
MEASURED FROM
CENTERLINE (MOUNTED ON
PUSH SIDE TYP.)

6"
6"

ROUND 1/8" HOLE
PERFORATED ALUM. PLATE
PUSH GUARD. GAUGE .125

HEAVY DUTY SELF CLOSING
HINGE

1 3/4" SQUARE X 14 GA DOUBLE-
WALL U-CHANNEL "FORERUNNER"
RAIL, W/ INTERNAL 11 GA
RETAINING ROD, TYP.

CONC BASE CROWNED
1" ABOVE GROUND AT
ALL POSTS, TYP.

4" STL POST

3'-7 1/2"

11'-3" V.I.F.

4'-0"3'-7 1/2"

1"

20" DIA. REINFORCED
CONC. AUGER DRILLED
PILE, EMBEDDED 12" INTO
CAP ROCK, TYP.

1'-4" V.I.F.

4, 1/4" SST. TAPCONS EMBEDDED
1 1/2" MIN. INTO CONC.

B

K.I K.9

A19
.31

4"TYP. 1'-6"

RIM EXIT DEVICE (PANIC)

3'-4" H X .125 GA ALUMI PLATE
PUSH GUARD. ROUND 1/8" HOLE
PERFORATED.

1'-6" W X 3'-4" H X .125 GA ALUMI
PLATE PUSH GUARD. ROUND 1/8"
HOLE PERFORATED.

3" W X 3'-4" H X 1/4" THICK MTL
PLATE ASTRAGAL W/ RADIUSED
CORNERS WELDED TO GATE END

1 3/4" SQUARE X 14 GA DOUBLE-
WALL U-CHANNEL "FORERUNNER"
RAIL, FULLY WELDED TO GATE
END TUBING

SELF-CLOSING HEAVY
DUTY HINGE MIN. 2 FOR 6'
HIGH GATES. MOUNTED
TO POST AND GATE END
WITH 4 #12 SST ROUND
HEAD SCREWS.

1 3/4" SQUARE X 14 GA DOUBLE-
WALL U-CHANNEL
"FORERUNNER" RAIL, FULLY
WELDED TO GATE END TUBING
W/ INTERNAL 11 GA. RETAINING
ROD, TYP.

1" X 14GA SQUARE TUBING
PICKET, PROVIDE PVC
GROMMETS AT EACH RAIL
INTERSECTION, TYP.

3'-7 1/2" 4'-0" 3'-7 1/2"

2" 1"

3/4" 2"
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GENERAL DETAILS -
EXTERIOR FENCE
AND GATE

A19.3  1" = 1'-0"

FENCE ELEVATION DETAIL1

A19.3  1" = 1'-0"

FENCE PLAN DETAIL2
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5/8" GWB

3 5/8" MTL STUD

QUARTZ WALL CAP. MITERED
AT CORNERS WITH HAIRLINE
JOINTS

3/
4"

1 
1/

2"2 
1/

4"

3/4" 5 3/8" 3/4"

6 7/8"

CONT. BEAD OF SEALANT

1/4" RADIUS EDGES AT ALL
EXPOSED CORNERS

3' - 0 3/4" A.F.F.

FINISH FLOOR
8.13' NGVD

RECLAIMED 2x6 STUDS FOR SLEEPERS @ 12"
O.C. OVER PEEL AND STICK ISOLATION STRIP

RECLAIMED LONG LEAF HEART PINE MILLED
TO 1 1/8" X 2 1/2" FACE DIMENSION.

RECLAIMED LONG LEAF HEART PINE MILLED
TO 7/8" X 2 1/2" FACE DIMENSION.

RECLAIMED HEART PINE 1X4

CONCRETE TOPPING OVER 8"
HOLLOWCORE CONC. PLANK. SEE

STRUCTURA  DRAWINGS

AUDITORIUM FLOOR

EL. +9.88'

1'
-9

"

RAMP BEYOND

REINFORCED
VAPOR BARRIER,
TURN UP CMU
WALL

F

OFFICE
121

3/4" SHADOW MOLDING

GWB CORNER BEAD

5/8" GWB  ON MTL FRAMING

10"

SUSPENDED ACOUSTICAL CLG
PANEL SYSTEM

EXISTING CONC. WALL

WINDOW

ALIGN

4 3/4"

4 
3/

4"

VARIES. SEE PLAN

MANUALLY OPERATED WINDOW
SHADE HOUSING TYPE WT2 (SINGLE)

WINDOW SHADE

3/4" SHADOW MOLDING

GWB CORNER BEAD

5/8" GWB  ON MTL FRAMING

ACOUSTICAL CLG PANEL SYSTEM

EXISTING WALL

WINDOW OPENING

ALIGN

COLUMN BEYOND

1'-0 7/8"

7"

11
"

MANUALLY OPERATED WINDOW
SHADE TYPE WT1
(DUAL/BLACKOUT) HOUSING

1/4"

GWB CASING BEAD, 1/4" SEALANT JOINT.

B.5

1'-10 3/4"

10 3/4" 8 1/2" 3 1/2"

EDGE OF EXISTING PILASTER
COLUMN BEYOND. FLUSH

WITH NEW BOXED OUT
COLUMN/CHASE

STUCCO CORNER BEAD
7/8" CEMENT PLASTER OVER
MTL LATH ON MTL FRAMING

EDGE OF BOXED OUT COLUMN BEYOND

NEW SURFACE
MOUNTED LIGHTING

FIXTURE

PLASTER CASING BEAD, SEALANT3/4" PLYWOOD ON MTL FRAMMING

EXISTING WALL

7 
1/

2"

WALL FINISH

GWB CEILING ON
MTL FRAMMING

COVE LIGHTING FIXTURE

10 1/2"

7 
3/

4"

SHIELD

CONT. SEALANT

7

F

EXISTING PERIMETER WALL

HSS3X3X3/16

5/8" GWB ON 1 5/8" MTL
FURRING

WAINSCOTT BELOW

1/2"

GWB CASING BEAD,
1/4" SEALANT JOINT, TYP.

5 1/2"

5 
1/

2"

1/4"

1/
4"

Project No :

OF

Date:

B
en
d
er
 
&
 
As
so
ci
a
te
s

K
E

Y
  W

E
S

T
  C

IT
Y

  H
A

LL
A

T
  G

LY
N

N
  A

R
C

H
E

R
P

H
A

S
E

 2
13

00
 W

H
IT

E
 S

TR
E

E
T 

   
 K

E
Y

 W
E

S
T,

 F
LO

R
ID

A
C

 I 
T 

Y
   

 O
 F

   
 K

 E
 Y

   
 W

 E
 S

 T

A
R
C
H
IT
E
C
T
S p

.a
.

Facsimilie (305) 296-2727

Key West, Florida 33040
410 Angela Street

Telephone (305) 296-1347

Florida License AAC002022

REVISIONS:

1305

MC                      ASSOCIATES

MC

HARRY

WWW.      HARRY.COM

AAC000986                        EB0003663

ARCHITECTURE / ENGINEERING / INTERIORS

2780 SW DOUGLAS ROAD. SUITE 302
MIAMI,  FLORIDA  33133    (305)445-3765

P
 E

 R
 M

 I 
T 

  S
 E

 T

A19.4

08/08/14

GENERAL DETAILS

A19.4  3" = 1'-0"A2.1B

WALL CAP DETAIL1
A19.4  1" = 1'-0"A2.1A

STAGE FLOOR DETAIL2
A19.4  3" = 1'-0"

WINDOW SHADE DETAIL - SINGLE3

A19.4  3" = 1'-0"

WINDOW SHADE DETAIL - DOUBLE4

A19.4  3" = 1'-0"

LIGHT COVE DETAIL AT SOUTH BREEZEWAY5
A19.4  3" = 1'-0"

LIGHT COVE DETAIL AT RESTROOMS6

A19.4  3" = 1'-0"

TYPICAL BRACING COLUMN BOX OUT7
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BUILDING CODE
CRITERIA

1. PROJECT SCOPE:  MAJOR RENOVATION OF EXISTING HISTORIC BUILDING, INCLUDING SELECTIVE
DEMOLITION, REPAIRS, ALTERATIONS, RESTORATIONS, CHANGES OF OCCUPANCY, ADDITIONS, AND
RELATED SITEWORK.

2. GOVERNING BUILDING CODE:

2.1 FLORIDA BUILDING CODE, EXISTING BUILDING (FBC-EB); 2010 EDITION.

2.1.1 HISTORIC BUILDINGS (FBC-EB CHAPTER 11):

2.1.1.1 HISTORIC STRUCTURES OR PORTIONS OF SUCH STRUCTURES THAT DO NOT STRICTLY COMPLY
WITH THIS CODE SHALL BE CONSIDERED TO BE IN COMPLIANCE IF IT CAN BE SHOWN TO THE
SATISFACTION OF THE BUILDING CODE OFFICIAL THAT EQUIVALENT PROTECTION HAS BEEN PROVIDED OR
THAT NO HAZARD WILL BE CREATED OR CONTINUED THROUGH NONCOMPLIANCE (FBC-EB SECTION
1105.1).

2.1.1.2 COMPLIANCE OPTION:  LIFE SAFETY AND PROPERTY CONSERVATION SHALL BE PROVIDED IN
ACCORDANCE WITH OPTION 2 – COMPLIANCE ALTERNATIVE-BASED PROVISIONS (FBC-EB SECTION 1105.2).

2.1.1.3 REPAIRS, ALTERATIONS, RESTORATIONS, CHANGES OF OCCUPANCY, AND ADDITIONS SHALL BE
GUIDED BY THE RECOMMENDED APPROACHES IN REHABILITATION SET FORTH IN THE SECRETARY OF THE
INTERIOR’S STANDARDS FOR REHABILITATION AND GUIDELINES FOR REHABILITATING HISTORIC BUILDINGS
(FBC-EB APPENDIX B).

2.2 IN ADDITION TO REQUIREMENTS OF FBC-EB, APPLICABLE REQUIREMENTS IN THE FOLLOWING
VOLUMES SHALL APPLY:

2.2.1 FLORIDA BUILDING CODE, BUILDING (FBC-B); INCLUDING 2012 SUPPLEMENT.

2.2.2 FLORIDA BUILDING CODE, ACCESSIBILITY CODE (FBC-A).

2.2.3 FLORIDA BUILDING CODE, PLUMBING (FBC-P).

2.2.4 FLORIDA BUILDING CODE, MECHANICAL (FBC-M).

2.2.5 FLORIDA BUILDING CODE, FUEL GAS (FBC-FG).

2.3 FLORIDA FIRE PREVENTION CODE, 2010 EDITION (FFPC); INCLUDING THE FOLLOWING:

2.3.1 FFPC NFPA 1(FL) – FIRE CODE, FLORIDA EDITION.

2.3.2 FFPC NFPA 101(FL) – LIFE SAFETY CODE, FLORIDA EDITION.

3. USE AND OCCUPANCY CLASSIFICATION(S):

3.1 THE SCOPE OF THIS PROJECT WILL RESULT IN CHANGE OF USE, AS FOLLOWS:

3.1.1 EXISTING:  MIXED OCCUPANCIES, NON-SEPARATED (FBC-B SECTION 508; FFPC NFPA 101(FL) SECTION
6.1.14), INCLUDING THE FOLLOWING:

3.1.1.1 EDUCATION, GROUP E (PUBLIC EDUCATION FACILITY, K-12).

3.1.1.2 ASSEMBLY, GROUP A-1 (AUDITORIUM, W/ FIXED SEATING).

3.1.2 NEW:  MIXED OCCUPANCIES, NON-SEPARATED (FBC-B SECTION 508; FFPC NFPA 101(FL) SECTION
6.1.14), INCLUDING THE FOLLOWING:

3.1.2.1 BUSINESS, GROUP B (SINGLE TENANT).

3.1.2.2 ASSEMBLY, GROUP A-3 (LECTURE HALL).

3.1.3 INCIDENTAL USE AREAS (FBC-B SECTION 508.2; FFPC NFPA 101(FL) SECTION 6.1.14.1.3):

4. BUILDING HEIGHT AND AREA (FBC-B SECTIONS 503, 504 AND 506):

4.1 MIXED OCCUPANCY, NON-SEPARATED:  PER FBC-B SECTION 508.3.2, THE ALLOWABLE BUILDING
AREA AND HEIGHT OF THE BUILDING SHALL BE BASED ON THE MOST RESTRICTIVE ALLOWANCES FOR
THE OCCUPANCY GROUPS UNDER CONSIDERATION FOR THE TYPE OF CONSTRUCTION OF THE BUILDING
IN ACCORDANCE WITH FBC-B SECTION 503.1.  IN THIS BUILDING, OCCUPANCY GROUP A-3 IS THE MOST
RESTRICTIVE USE.

4.2 BASED ON OCCUPANCY GROUP A-3 (MOST RESTRICTIVE) AND TYPE III-B CONSTRUCTION, FULLY
SPRINKLERED, MAX ALLOWABLE BUILDING HEIGHT AND AREA ARE AS FOLLOWS:

MAXIMUM ALLOWABLE
NEW, AS

PROVIDED IN
DESIGN

W/ ALLOWABLE
INCREASE FOR

SPRINKLERS

PER FBC-B
TABLE 503

2 3 2

55 75 37

9500 28500* 21,557

9500 28500*

# FLOORS

FEET

1ST FL (SF)

2ND FL (SF)

HEIGHT

FLOOR AREA

NOTE:  “*” DENOTES THAT THE MAX ALLOWABLE FLOOR AREA DOES NOT INCLUDE ALLOWABLE INCREASES FOR
FRONTAGE.

5. TYPE OF CONSTRUCTION:

5.1 TYPE OF CONSTRUCTION (FBC-B SECTIONS 602.1.1 AND 602.3):  TYPE III-B (EXTERIOR WALLS ARE OF
NONCOMBUSTIBLE MATERIALS AND THE INTERIOR BUILDING ELEMENTS ARE OF ANY MATERIAL PERMITTED BY
FBC).

5.2 FIRE RESISTANCE RATINGS (FBC-B SECTION 602.1):

5.2.1 STRUCTURAL FRAME:  0 HOURS.

5.2.2 BEARING WALLS:

5.2.2.1 EXTERIOR:  2 HOURS.

5.2.2.2 INTERIOR:  0 HOURS.

5.2.3 NON-BEARING WALLS AND PARTITIONS:  0 HOURS; BUT NOT LESS THAN THE FIRE-RESISTANCE RATING
REQUIRED BY OTHER SECTIONS OF GOVERNING BUILDING CODE OR WHERE INDICATED ON THE DRAWINGS.

5.2.4 FLOOR CONSTRUCTION:

5.2.4.1 REQUIRED: 0 HOURS

5.4.4.2 PROVIDED: 0 HOURS, EXCEPT 1-HR, WHERE INDICATED ON DRAWINGS

5.2.5 ROOF CONSTRUCTION:

5.2.5.1 REQUIRED: 0 HOURS

5.2.5.2 PROVIDED: 0 HOURS

6. FIRE AND SMOKE PROTECTION FEATURES:

6.1 FIRE BARRIERS:  SHALL COMPLY WITH FBC-B SECTION 707.

6.1.1 SEPARATION OF INCIDENTAL USE AREAS (FBC-B SECTION 508.2.5):

6.1.1.1 WHERE GOVERNING BUILDING CODE PERMITS AN AUTOMATIC FIRE-EXTINGUISHING SYSTEM WITHOUT A
FIRE BARRIER, THE INCIDENTAL USE AREA SHALL BE SEPARATED FROM THE REMAINDER OF THE BUILDING BY
CONSTRUCTION CAPABLE OF RESISTING THE PASSAGE OF SMOKE.

6.2 VERTICAL OPENINGS (FFPC NFPA 101(FL) SECTION 8.6):

6.2.1 EVERY FLOOR THAT SEPARATES STORIES IN THE BUILDING SHALL MEET ONE OF THE FOLLOWING CRITERIA:

6.2.1.1 FLOOR SMOKE BARRIERS:  FLOOR SHALL BE CONSTRUCTED AS A SMOKE BARRIER TO FORM A BASIC
DEGREE OF COMPARTMENTATION (FFPC NFPA 101(FL) SECTION 8.5).

6.2.1.2 FLOOR OPENINGS:

6.2.1.2.1 SHAFTS:   SHALL COMPLY WITH REQUIREMENTS OF FBC-B SECTION 708, AND FFPC NFPA 101(FL)
SECTION 8.6.4
.
6.2.1.2.2 REQUIRED: 1 HOUR

6.2.1.2.4 PROVIDED: 1 HOUR

6.2.1.2.4 CONVENIENCE OPENINGS:  SHALL COMPLY WITH REQUIREMENTS OF FFPC NFPA 101(FL) SECTION
8.6.8.

7 MEANS OF EGRESS COMPONENTS:

7.1 DOORS (FBC-B SECTION 1008):

7.1.1 MINIMUM SIZE:   CLEAR WIDTH OF NOT LESS THAN 32 INCHES X HEIGHT NOT LESS THAN 80 INCHES.

7.1.2 PROJECTIONS INTO CLEAR OPENING WIDTH:  NO PROJECTIONS LOWER THAN 34 INCHES AFF.
PROJECTIONS BETWEEN 34 INCHES (864 MM) AND 80 INCHES AFF SHALL NOT EXCEED 4 INCHES.

7.1.3 SWING:  DOORS SHALL SWING IN THE DIRECTION OF EGRESS TRAVEL WHERE SERVING AN OCCUPANT
LOAD OF 50 OR MORE PERSONS OR A GROUP H OCCUPANCY.

7.1.4 OPENING FORCE:  PER FBC-B SECTION 1008.1.3.

7.1.5 PANIC AND FIRE EXIT HARDWARE:  DOORS SERVING A GROUP H OCCUPANCY AND DOORS SERVING
ROOMS OR SPACES WITH AN OCCUPANT LOAD OF 50 OR MORE IN A GROUP A OCCUPANCY SHALL NOT BE
PROVIDED WITH A LATCH OR LOCK UNLESS IT IS PANIC HARDWARE OR FIRE EXIT HARDWARE.

7.2 STAIRWAYS (FBC-B SECTION 1009):

7.2.1 MINIMUM WIDTH:  PER FBC-B SECTION 1005.1, BUT NOT LESS THAN 44 INCHES (OR 36 INCHES WHERE
SERVING AN OCCUPANT LOAD OF LESS THAN 50. PROVIDED: 48"

7.2.2 MINIMUM HEADROOM:  80 INCHES.

7.2.3 RISER HEIGHT:  7 INCHES MAX, AND 4 INCHES MIN.

7.2.4 TREAD DEPTH:  11 INCHES MIN.

7.2.5 STAIRWAY LANDINGS:

7.2.5.1 WIDTH OF LANDING SHALL BE NOT LESS THAN THE WIDTH OF STAIRWAY SERVED.

7.2.5.2 EVERY LANDING SHALL HAVE A MINIMUM DIMENSION MEASURED IN THE DIRECTION OF TRAVEL
EQUAL TO THE WIDTH OF THE STAIRWAY.  SUCH DIMENSION NEED NOT EXCEED 48 INCHES WHERE THE
STAIRWAY HAS A STRAIGHT RUN.

7.2.5.3 DOORS OPENING ONTO A LANDING SHALL NOT REDUCE THE LANDING TO LESS THAN ONE-HALF
THE REQUIRED WIDTH.

7.2.5.4 WHEN FULLY OPEN, THE DOOR SHALL NOT PROJECT MORE THAN 7 INCHES INTO A LANDING.

7.2.6 ENCLOSURES UNDER STAIRWAYS:  THE WALLS AND SOFFITS WITHIN ENCLOSED USABLE SPACES
UNDER ENCLOSED AND UNENCLOSED STAIRWAYS SHALL BE PROTECTED BY 1-HR FIRE-RATED
CONSTRUCTION OR THE FIRE-RATING OF THE STAIRWAY ENCLOSURE, WHICHEVER IS GREATER.

7.2.6.1 ACCESS TO THE ENCLOSED SPACE SHALL NOT BE DIRECTLY FROM WITHIN THE STAIR
ENCLOSURE.

7.2.6.2 THERE SHALL BE NO ENCLOSED USABLE SPACE UNDER EXTERIOR EXIT STAIRWAYS UNLESS THE
SPACE IS COMPLETELY ENCLOSED IN 1-HOUR FIRE-RESISTANCE-RATED CONSTRUCTION. THE OPEN SPACE
UNDER EXTERIOR STAIRWAYS SHALL NOT BE USED FOR ANY PURPOSE.

7.2.7 MAX VERTICAL RISE:  A FLIGHT OF STAIRS SHALL NOT HAVE A VERTICAL RISE GREATER THAN 12 FEET
BETWEEN FLOOR LEVELS OR LANDINGS.

7.2.7.1 MAX VERTICAL RISE PROVIDED: 11'-9" (STAIR 115)

7.3 RAMPS (FBC-B SECTION 1010):

7.3.1 SLOPE:  RUNNING SLOPE NOT STEEPER THAN ONE UNIT VERTICAL IN 12 UNITS HORIZONTAL (8.333-
PERCENT)
.
7.3.2 VERTICAL RISE:  THE MAX RISE FOR ANY RAMP RUN SHALL NOT EXCEED 30 INCHES.

7.3.3 DIMENSIONS:

7.3.3.1 MINIMUM WIDTH:  NOT LESS THAN WIDTH REQUIRED FOR CORRIDORS PER FBC-B SECTION 1018.2.

7.3.3.2 MINIMUM HEADROOM:  NOT LESS THAN 80 INCHES. PROVIDED: 10 FEET

7.3.3.3 RESTRICTIONS:  MEANS OF EGRESS RAMPS SHALL NOT REDUCE IN WIDTH IN THE DIRECTION OF
EGRESS TRAVEL. PROJECTIONS INTO THE REQUIRED RAMP AND LANDING WIDTH ARE PROHIBITED.  DOORS
OPENING ONTO A LANDING SHALL NOT REDUCE THE CLEAR WIDTH TO LESS THAN 42 INCHES.

7.3.4 RAMP LANDINGS:

7.3.4.1 RAMPS SHALL HAVE LANDINGS AT THE BOTTOM AND TOP OF EACH RAMP, POINTS OF TURNING,
ENTRANCE, EXITS AND AT DOORS AND IN ACCORDANCE WITH THE FBC-A.

7.3.4.2 LANDINGS SHALL COMPLY WITH FBC-B SECTIONS 1010.6.1 THROUGH 1010.6.5.

7.4 CORRIDORS (FBC-B SECTION 1018):

7.4.1 CONSTRUCTION:

7.4.1.1 FIRE RESISTANCE RATING REQUIRED:  0 HOURS (PER FBC-B TABLE 1018.1, FULLY SPRINKLERED
BUILDINGS OF OCCUPANCY GROUPS A AND B).

7.4.2 MINIMUM WIDTH PER FBC 1018.2: REQUIRED: 36" (WHEN OCCUPANT LOAD FOR AREA SERVED IS LESS
THAN 50). PROVIDED: 36"

7.4.3 MAXIMUM DEAD END:  50 FT (FBC-B SECTION 1018.4, EXCEPTION 2).

7.5 EXITS (FBC-B SECTION 1020):

7.5.1 MINIMUM NUMBER OF EXITS FROM STORIES:  2 (PER FBC-B TABLE 1021.1, BASED ON THE OCCUPANT
LOAD OF LESS THAN 500 PER STORY).

7.5.2 MAXIMUM EXIT ACCESS TRAVEL DISTANCE (FBC-B TABLE 1016.1):

7.5.2.1 OCCUPANCY GROUP A, FULLY SPRINKLERED:  250 FT.

7.5.2.2 OCCUPANCY GROUP B, FULLY SPRINKLERED:  300 FT.

7.5.3 MAXIMUM COMMON PATH OF EGRESS TRAVEL DISTANCE PER FBC 1028.8:

7.5.3.1 OCCUPANCY GROUP A-3 (FBC-B SECTION 1028.8):

7.5.3.1.1 WHERE SERVING MORE THAN 50 OCCUPANTS:  FIRST 20 FT FROM ANY POINT.

7.5.3.1.2 WHERE SERVING NOT MORE THAN 50 OCCUPANTS:  FIRST 75 FT FROM ANY POINT.
PRODIVDED 47'-1"

7.5.3.1.3 WHERE PATH IS THROUGH ADJACENT ROW:  WHERE ONE OF THE TWO PATHS OF TRAVEL IS
ACROSS THE AISLE THROUGH A ROW OF SEATS TO ANOTHER AISLE, THERE SHALL BE NOT MORE THAN 24
SEATS BETWEEN THE TWO AISLES, AND THE MIN CLEAR WIDTH BETWEEN ROWS FOR THE ROW BETWEEN
THE TWO AISLES SHALL BE 12 INCHES PLUS 0.6 INCH FOR EACH ADDITIONAL SEAT ABOVE SEVEN IN THE
ROW BETWEEN AISLES.

7.5.3.2 OCCUPANCY GROUP B, FULLY SPRINKLERED:  100 FT (FBC-B SECTION 1014.3, EXCEPTION 1; FBC-
B SECTION 1030.4)

7.6 ADDITIONAL MEANS OF EGRESS REQUIREMENTS FOR ASSEMBLY OCCUPANCY:

7.6.1 ASSEMBLY MAIN EXIT:  EVERY ASSEMBLY OCCUPANCY SHALL BE PROVIDED WITH A MAIN
ENTRANCE/EXIT.

7.6.1.1 THE MIN AGGREGATE WIDTH OF THE MAIN ENTRANCE FOR GROUP A OCCUPANCY SHALL BE
SUFFICIENT TO ACCOMMODATE 50 PERCENT OF THE OCCUPANT LOAD AND SHALL BE AT THE LEVEL OF
EXIT DISCHARGE OR SHALL CONNECT TO A STAIRWAY OR RAMP LEADING TO A STREET.

7.6.1.2 EACH LEVEL OF A GROUP A OCCUPANCY SHALL HAVE ACCESS TO A MAIN EXIT AND SUCH ACCESS
SHALL HAVE SUFFICIENT CAPACITY TO ACCOMMODATE 50 PERCENT OF THE OCCUPANT LOAD OF SUCH
LEVELS.

7.6.1.3 WHERE THE MAIN EXIT FROM AN ASSEMBLY OCCUPANCY IS THROUGH A LOBBY OR FOYER, THE
AGGREGATE CAPACITY OF ALL EXITS FROM THE LOBBY OR FOYER SHALL BE PERMITTED TO PROVIDE THE
REQUIRED CAPACITY OF THE MAIN EXIT REGARDLESS OF WHETHER ALL SUCH EXITS SERVE AS ENTRANCES
TO THE BUILDING.

7.6.2 ASSEMBLY OTHER EXITS:  EACH LEVEL OF AN ASSEMBLY OCCUPANCY SHALL HAVE ACCESS TO A MAIN
EXIT AND SHALL BE PROVIDED WITH ADDITIONAL EXITS OF SUFFICIENT WIDTH TO ACCOMMODATE ONE-HALF
OF THE TOTAL OCCUPANT LOAD SERVED BY THAT LEVEL.

7.6.2.1 SUCH ADDITIONAL EXITS SHALL BE LOCATED AS FAR FROM THE MAIN ENTRANCE/EXIT AS
PRACTICABLE.

7.6.2.2 SUCH EXITS SHALL BE ACCESSIBLE FROM A CROSS AISLE OR A SIDE AISLE.

7.6.3 WIDTH OF MEANS OF EGRESS:

7.6.3.1 MINIMUM WIDTH:  CLEAR WIDTH OF THE MEANS OF EGRESS SHALL PROVIDE SUFFICIENT CAPACITY
IN ACCORDANCE WITH FBC-B SECTION 1028.6.

7.6.4 TRAVEL DISTANCE (SPRINKLERED BUILDING):  EXITS AND AISLES SHALL BE SO LOCATED THAT THE
TRAVEL DISTANCE TO AN EXIT DOOR SHALL NOT BE GREATER THAN 250 FEET.

7.6.4.1 WHERE AISLES ARE PROVIDED FOR SEATING, THE DISTANCE SHALL BE MEASURED ALONG THE
AISLES AND AISLE ACCESSWAY WITHOUT TRAVEL OVER OR ON THE SEATS.

7.6.5 AISLES:

7.6.5.1 AISLE ACCESSWAYS FOR TABLES AND SEATING SHALL COMPLY WITH FBC-B SECTION 1017.4.

7.6.5.2 MINIMUM AISLE WIDTH (FBC-B SECTION 1028.9):

7.6.5.2.1 FOR AISLE STAIRS HAVING SEATING ON EACH SIDE:  48 INCHES; OR 36 INCHES WHERE THE AISLE
SERVES LESS THAN 50 SEATS.

7.6.5.2.2 FOR AISLE STAIRS HAVING SEATING ON ONLY ONE SIDE:  36 INCHES.

7.6.5.2.3 WHERE THE AISLE IS SUBDIVIDED BY A HANDRAIL:  23 INCHES BETWEEN AN AISLE STAIR HANDRAIL
OR GUARD AND SEATING.

7.6.5.2.4 FOR LEVEL OR RAMPED AISLES HAVING SEATING ON BOTH SIDES:  42 INCHES; OR 36 INCHES
WHERE THE AISLE SERVES LESS THAT 50 SEATS; OR 30 INCHES WHERE THE AISLE DOES NOT SERVE MORE
THAN 14 SEATS.

7.6.5.2.5 FOR LEVEL OR RAMPED AISLES HAVING SEATING ON ONLY ONE SIDE:  36 INCHES; OR 30 INCHES
WHERE THE AISLE DOES NOT SERVE MORE THAN 14 SEATS; OR 23 INCHES BETWEEN AN AISLE STAIR
HANDRAIL AND SEATING WHERE AN AISLE DOES NOT SERVE MORE THAN FIVE ROWS ON ONE SIDE.

7.6.5.3 AISLE TERMINATION (FBC-B SECTION 1028.9.5):  EACH END OF AN AISLE SHALL TERMINATE AT
CROSS AISLE, FOYER, DOORWAY, VOMITORY, OR CONCOURSE HAVING ACCESS TO AN EXIT.

7.6.5.3.1 DEAD-END AISLES:  SHALL NOT BE GREATER THAN 20 FEET IN LENGTH, EXCEPT WHERE LONGER
DEAD END IS PERMITTED IN ACCORDAINCE WITH FBC-B SECTION 1028.9.5.

7.6.5.4 AISLE ACCESSWAYS:  THE AISLE ACCESSWAY BETWEEN ROWS OF SEATING SHALL HAVE A CLEAR
WIDTH OF NOT LESS THAN 12 INCHES, AND THE MINIMUM WIDTH SHALL BE INCREASED IN ACCORDANCE WITH
FBC-B SECTION 1028.10.2.

8. INTERIOR FINISHES (FBC-B CHAPTER 8; FFPC NFPA 101-FL SECTIONS 10.2, 13.3.3, AND 38.3.3):

8.1 WALL AND CEILING FINISHES, SPRINKLERED BUILDING:  INTERIOR WALL AND CEILING FINISH SHALL HAVE
A FLAME SPREAD INDEX NOT GREATER THAN THAT SPECIFIED IN FBC-B TABLE 803.9 FOR THE GROUP AND
LOCATION DESIGNATED; THE MOST STRINGENT REQUIRMENTS OF OCCUPANCY GROUPS A AND B ARE AS
FOLLOWS:

8.1.1 EXIT ENCLOSURES AND EXIT PASSAGEWAYS:  CLASS B.

8.1.2 CORRIDORS:  CLASS B.

8.1.3 ROOMS AND ENCLOSED SPACES:  CLASS C.

8.1.4 REFER TO LIFE SAFETY DRAWINGS FOR FINISHES PROVIDED.

8.2 FLOOR FINISHES, SPRINKLERED BUILDING:

8.2.1 EXIT ENCLOSURES, EXIT PASSAGEWAYS, CORRIDORS AND ROOMS OR SPACES NOT SEPARATED FROM
CORRIDORS BY FULL-HEIGHT PARTITIONS EXTENDING FROM THE FLOOR TO THE UNDERSIDE OF THE
CEILING:   FLOOR FINISH SHALL WITHSTAND A MINIMUM CRITICAL RADIANT FLUX NOT LESS THAN CLASS II,
EXCEPT AS FOLLOWS:

8.2.1.1 IN A FULLY SPRINKLERED BUILDING, INTERIOR FLOOR FINISH AND FLOOR COVERING MATERIALS
COMPLYING WITH THE DOC FF-1 “PILL TEST” (CPSC 16 CFR, PART 1630) ARE PERMITTED IN ANY AREA
WHERE CLASS II MATERIALS ARE REQUIRED (FBC-B SECTION 804.4.1 EXCEPTION; SEE ALSO NFPA 101(FL)
SECTION 10.2.8.2).

8.2.1.1 TRADITIONALTYPE  FLOOR FINISHES AND COVERINGS (E.G., WOOD, VINYL, LINOLEUM, TERRAZZO,
AND RESILIENT FLOOR COVERING MATERIALS THAT ARE NOT COMPRISED OF FIBERS) ARE NOT REQUIRED
TO COMPLY WITH REQUIREMENTS OF FBC-B SECTION 804 (FBC-B SECTION 804.1 EXCEPTION).

9. FIRE PROTECTION SYSTEMS:

9.1 AUTOMATIC SPRINKLER SYSTEM (FBC-B SECTION 903.2):

9.1.1 ALLOWABLE FLOOR AREA (FBC-B SECTION 506):  WHERE THE BUILDING IS FULLY SPRINKLERED, THE
MAXIMUM ALLOWABLE FLOOR AREA IS INCREASED BY 200 PERCENT.

9.2 STANDPIPE SYSTEM (FBC-B SECTION 905):

9.3 PORTABLE FIRE EXTINGUISHERS (FBC-B SECTION 906):  SHALL BE PROVIDED IN OCCUPANCIES AND
LOCATIONS AS REQUIRED BY THE FFPC.

9.3.1 WHERE REQUIRED:  IN GROUP A AND B OCCUPANCIES EQUIPPED THROUGHOUT WITH QUICK RESPONSE
SPRINKLERS, PORTABLE FIRE EXTINGUISHERS SHALL BE REQUIRED IN THE FOLLOWING LOCATIONS:

9.3.1.1 WITHIN 30 FEET OF COMMERCIAL COOKING EQUIPMENT (NOT APPLICABLE IN THIS BUILDING)

9.3.1.2 IN AREAS WHERE FLAMMABLE OR COMBUSTIBLE LIQUIDS ARE STORED, USED OR DISPENSED.

9.3.1.3 ON EACH FLOOR OF STRUCTURES UNDER CONSTRUCTION, IN ACCORDANCE WITH THE FFPC.

9.3.1.4 AS REQUIRED BY THE FFPC.

9.3.1.5 SPECIAL-HAZARD AREAS, INCLUDING BUT NOT LIMITED TO COMPUTER ROOMS AND GENERATOR
ROOMS, WHERE REQUIRED BY THE FIRE CODE OFFICIAL.

9.3.2 PORTABLE FIRE EXTINGUISHERS SHALL BE SELECTED, INSTALLED AND MAINTAINED IN ACCORDANCE
WITH THIS SECTION AND NFPA 10.

9.3.3 SIZE AND DISTRIBUTION OF PORTABLE FIRE EXTINGUISHERS SHALL BE IN ACCORDANCE WITH FBC-B
SECTIONS 906.3.1 THROUGH 906.3.4.

10. MEANS OF EGRESS (FBC-B CHAPTER 10):

10.1 CEILING HEIGHT:  THE MEANS OF EGRESS SHALL HAVE A CEILING HEIGHT OF NOT LESS THAN 7 FEET 6
INCHES, EXCEPT AS PERMITTED IN FBC-B SECTION 1003.2.

10.2 OCCUPANT LOAD:

10.2.1 FLOOR AREA PER OCCUPANT (FBC-B TABLE 1004.1.1):

10.2.1.1 ACCESSORY STORAGE AREAS, MECHANICAL EQUIPMENT ROOM:  300 SF/OCC, GROSS

10.2.1.2 ASSEMBLY AREAS HAVING FIXED SEATS AND AISLES:  NUMBER OF FIXED SEATS

10.2.1.3 ASSEMBLY AREAS IN WHICH FIXED SEATING IS NOT INSTALLED (UNCONCENTRATED -
TABLES AND CHAIRS):  15 SF/OCC, NET.

10.2.1.4 BUSINESS AREAS:  100 SF/OCC, GROSS

10.2.1.5 EXERCISE ROOMS WITH EQUIPMENT:  50 SF/OCC, GROSS

10.2.1.6 STAGES AND PLATFORMS:  15 SF/OCC, NET

10.2.2 OUTDOOR AREAS:  YARDS, PATIOS, COURTS AND SIMILAR OUTDOOR AREAS ACCESSIBLE TO AND
USABLE BY THE BUILDING OCCUPANTS SHALL BE PROVIDED WITH MEANS OF EGRESS AS REQUIRED BY FBC-B
CHAPTER 10.

10.2.2.1 THE OCCUPANT LOAD OF SUCH OUTDOOR AREAS SHALL BE ASSIGNED BY THE BUILDING OFFICIAL
IN ACCORDANCE WITH THE ANTICIPATED USE.

10.2.2.2 WHERE OUTDOOR AREAS ARE TO BE USED BY PERSONS IN ADDITION TO THE OCCUPANTS OF THE
BUILDING, AND THE PATH OF EGRESS TRAVEL FROM THE OUTDOOR AREAS PASSES THROUGH THE BUILDING,
MEANS OF EGRESS REQUIREMENTS FOR THE BUILDING SHALL BE BASED ON THE SUM OF THE OCCUPANT
LOADS OF THE BUILDING PLUS THE OUTDOOR AREAS.

10.3 ACCESSIBLE MEANS OF EGRESS:  SHALL BE PROVIDED IN ACCORDANCE WITH THE APPLICABLE
SECTIONS OF FBC-A.

BUILDING CODE CRITERIA

PLUMBING FIXTURE COUNT
PER FBC-PLUMBING TABLE 403.1
BUSINESS OCCUPANY = 340
ASSEMBLY OCCUPANCY = 366
TOTAL BUILDING OCCUPANCY = 706

CLASSIFICATION: BUSINESS

MEN = 170 WOMEN = 170

WC 1 PER 25 FOR THE FIRST 50 & 1 PER
50 FOR THE REMAINDER EXCEEDING 50

LAV 1 PER 40 FOR THE FIRST 80 & 1 PER
80 FOR  THE REMAINDER EXCEEDING 80

CLASSIFICATION: ASSEMBLY

MEN = 183 WOMEN = 183

WC 1 PER 125 WC 1 PER 65

DF 1 PER 500

LAV 1 PER 200

DF 1 PER 100

SERV SINK 1SERV SINK 1

FIXTURE TOTALS

REQUIRED PROVIDED

MEN:

WC

UR

LAV

7 5

0 2

WOMEN:

WC

LAV

DRINKING FOUNTAIN

SERV SINK

5 6

8 8

6 7

5 8

2 4

15,555
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CAPACITY OF MEANS OF EGRESS
OCCUPANCY CLASSIFICATION: GROUP B (BUSINESS) & A-3 (ASSEMBLY)
FULLY SPRINKLERED

OCC.
LOAD

EGRESS
COMPONENT REQUIRED PROVIDED

MIN. NUMBER OF EXITS
*CORRIDOR

DOORS

0.2 CAPACITY FACTOR
264 X 0.2 = 52.8IN. CLEAR

1s
t F
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O

R
(B

U
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ES
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MIN. NUMBER OF EXITS

*CORRIDOR

DOORS

0.2 CAPACITY FACTOR
481X 0.2 = 96.2IN. CLEAR

1s
t F
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O

R
(A

SS
EM
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EGRESS CRITERIA

OCCUPANCY CLASSIFICATION: A (ASSEMBLY)

FBC-B CODE
REFERENCE ALLOWED AS DESIGNED

MAX. EXIT ACCESS TRAVEL DIST. (SPRINKLERED)

*COMMON PATH OF TRAVEL

MIN. NUMBER OF EXITS

*CORRIDOR

DOORS

0.2 CAPACITY FACTOR
156 X 0.2 = 31.2IN. CLEAR

STAIRS

0.30 CAPACITY FACTOR
(156 X 0.3) = 46.8 IN CLEAR

2N
D

 F
LO

O
R

183+(1/6
*481)=
264

396+20
+65 =
481

44" MIN.MAX DEAD END CORRIDOR

OCCUPANCY CLASSIFICATION: B  (BUSINESS)

PORTABLE FIRE EXTINGUISHER
REQUIREMENTS

CLASSIFICATION OF HAZARDS AREA REQUIRED PROVIDED

COMMON PATH OF TRAVEL

MAX DEAD END CORRIDOR

1028.7 250

1028.8 20/75

1018.4 20

1016.1 300

1030.2 100

1018.4 50

(2)32 IN CLR DOORS
PER FBC 1005.1

(4)32 IN CLR DOORS
PER FBC 1005.1

156

44" MIN.

36" MIN.

2

2

2

(2)32 IN CLR DOORS
PER FBC 1005.1

(3) 18.6 IN MIN. CLR
PER FBC 1005.1

9

3

3

(3) 32 IN CLR
DOORS

UL RATING

ALLOWED PROVIDED

INTERIOR WALL & CEILING FINISHES

(3) 48 IN MIN. CLR

(a):
1.CORRIDORS SERVING 50 OR MORE OCCUPANTS MUST BE A MIN. 44 IN WIDE. WHEN
OCCUPANT LOAD IS LESS THAN 50 THAN THE MINIMUM CORRIDOR WIDTH = 36" PER FBC
- B 1018.2

*NOTE:
COMMON PATH IN ASSEMBLY AREAS SERVING LESS THAN 50 OCCUPANTS CAN NOT
EXCEED 75 FT MAX., OTHERWISE 20 FT MAX. PER FBC-B 1028.8

MAX. EXIT ACCESS TRAVEL DIST. (SPRINKLERED)

47'-1"

47'-1"

0

155'-0"

82'-1"

58"

36" (a)

60"

39'-8"

FBC-B TABLE 1005.1
FBC-B TABLE 1018.1

GROUP A-3 SPRINKLERED (MORE  RESTRICTIVE THAN BUSINESS)

B B

EXIT ACCESS CORRIDORS B B

ROOMS & ENCLOSED SPACES C B

FBC TABLE 803.5

EXIT PASSAGEWAYS

LIGHT HAZARD, CLASS A (1 PER 3,000 SF)

FIRST FLOOR

SECOND FLOOR

21,557

15,555

8

6

9

8

3-A:40-B:C

3-A:40-B:C

MAIXMUM TRAVEL DISTANCE TO EXTINGUISHER 75' 65'-9"

LIFE SAFETY LEGEND

XX

XX

H

F

SL

S

D

H

FIRE ALARM HORN / VISUAL ALARM

SMOKE DETECTOR

STROBE LIGHT

FIRE PULL STATION

SPEAKER (PUBLIC ANNOUNCEMENT)

HEAT DETECTOR

EMERGENCY EXIT

CLR EGRESS WIDTH (INCHES)

EGRESS CAPACITY (# OF PERSONS)

T.D. 200'-4"

FURTHEST POINT
FROM EXIT

MAXIMUM EXIT ACCESS
TRAVEL DISTANCE

PATH OF EGRESS TRAVEL EXIT DISCHARGE

1 HR RATED WALL / PARTITION

COMMON PATH

FIRE EXTINGUISHER CABINETS

GENERAL NOTES:

6GENERAL NOTES

1. EXISTING HISTORIC STEEL FIRE ESCAPES TO BE
REPLICATED AS PART OF THE HISTORICAL RESTORATION
WORK, BUT NOT TO BE USED AS A COMPONENT OF THE
MEANS OF EGRESS.

FIRE PROTECTION DURING BUILDING DEMOLITION,
ALTERATION AND CONSTRUCTION OPERATIONS:

2. PORTABLE FIRE EXTINGUISHERS:  STRUCTURES
UNDER DEMOLITION, ALTERATION AND CONSTRUCTION
SHALL BE PROVIDED WITH APPROVED PORTABLE FIRE
EXTINGUISHERS IN ACCORDANCE WITH APPLICABLE
REQUIREMENTS OF FBC AND FFPC, INCLUDING BUT NOT
LIMITED TO FBC-B SECTION 906 AND 3309, FBC-EB SECTION
1404, NFPA 1(FL) SECTION 16.3, AND NFPA 241-2004
CHAPTERS 7, 8, 9 AND 10.

3. SUITABILITY, DISTRIBUTION AND MAINTENANCE OF
PORTABLE FIRE EXTINGUISHERS SHALL BE IN ACCORDANCE
WITH NFPA 10-2007.  AT LEAST ONE 10-LB MULTI-PURPOSE
UL-LISTED DRY CHEMICAL FIRE EXTINGUISHER WITH MINIMUM
RATING OF 4-A:40-B:C SHALL BE PROVIDED AND MAINTAINED
IN PLAIN SIGHT WITHIN AN ACCESSIBLE LOCATION AT EACH
STORAGE SHED AND CONSTRUCTION TRAILER, AND ON
EACH FLOOR WITHIN EACH RAMP AND STAIRWAY.

4. FLAMMABLE AND COMBUSTIBLE LIQUIDS:  STORAGE,
HANDLING OR USE OF FLAMMABLE AND COMBUSTIBLE
LIQUIDS SHALL BE RESTRICTED TO AREAS OUTSIDE OF THE
STRUCTURE(S), AT LEAST 25 FT FROM ENTRANCES,
OUTDOOR AIR INTAKES AND OPERABLE WINDOWS, AND IN
STRICT COMPLIANCE WITH NFPA 1(FL) SECTION 16.2.3.1 AND
CHAPTER 66; NFPA 30-2008, AND LEED INDOOR AIR QUALITY
REQUIREMENTS.

5. ADDITIONAL PORTABLE FIRE EXTINGUISHERS SHALL
BE PROVIDED WHERE SPECIAL HAZARDS EXIST (E.G., AREAS
WHERE FLAMMABLE OR COMBUSTIBLE LIQUIDS ARE
STORED OR USED).  SPARE FIRE EXTINGUISHERS SHALL BE
PROVIDED ON SITE FOR IMMEDIATE REPLACEMENT OF
DISCHARGED FIRE EXTINGUISHERS.  FREE ACCESS TO
PORTABLE FIRE EXTINGUISHERS SHALL BE MAINTAINED AT
ALL TIMES.

6. STORAGE OF CLASS I AND CLASS II LIQUIDS SHALL
NOT EXCEED 60 GALLONS WITHIN 50 FEET OF THE
STRUCTURE.  STORAGE AREAS SHALL BE KEPT FREE OF
WEEDS, DEBRIS AND COMBUSTIBLE MATERIALS NOT
NECESSARY TO THE STORAGE.  OPEN FLAMES AND
SMOKING SHALL NOT BE PERMITTED IN FLAMMABLE AND
COMBUSTIBLE STORAGE LIQUIDS STORAGE AREAS.  SUCH
STORAGE AREAS SHALL BE APPROPRIATELY POSTED AS
“NO SMOKING” AREAS.  CLASS I LIQUIDS SHALL BE
DISPENSED ONLY WHERE THERE ARE NO OPEN FLAMES OR
OTHER SOURCES OF IGNITION WITHIN THE POSSIBLE PATH
OF VAPOR TRAVEL.

LIGHTING FIXTURE ON EMERGENCY CIRCUIT

FIRE SPRINKLER HEAD

FEC-1 RECESSED

FEC-2 SEMI-RECESSED

FEC-3 SURFACE MOUNTED
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LS-1

08/08/14

FIRST FLOOR LIFE
SAFETY PLAN

LS-1  3/32" = 1'-0"

FIRST FLOOR LIFE SAFETY PLAN1

OCCUPANT LOAD
FLOOR LEVEL NAME

CLASSIFICATION
TYPE AREA OCCUPANT

OCCUPANT
FACTOR

OCCUPANT
LOAD

1ST FLOOR COMMISSION
CHAMBERS

ASSEMBLY 1947 SF 0 7 279

1ST FLOOR FIXED SEATING ASSEMBLY 186 SF 22 0 22
1ST FLOOR STAGE ASSEMBLY 961 SF 0 15 65
ASSEMBLY 3095 SF 366

1ST FLOOR BUILDING BUSINESS 18463 SF 0 100 185
BUSINESS 18463 SF 185
1ST FLOOR 21557 SF 551

2ND FLOOR BUILDING BUSINESS 15555 SF 0 100 156
BUSINESS 15555 SF 156
2ND FLOOR 15555 SF 156
Grand total 37113 SF 707

0 20 30 4010

SCALE: 3/32" = 1'-0"

Dave
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SMOKE DETECTOR

STROBE LIGHT

FIRE PULL STATION

SPEAKER (PUBLIC ANNOUNCEMENT)

HEAT DETECTOR

EMERGENCY EXIT

CLR EGRESS WIDTH (INCHES)

EGRESS CAPACITY (# OF PERSONS)

T.D. 200'-4"

FURTHEST POINT
FROM EXIT

MAXIMUM EXIT ACCESS
TRAVEL DISTANCE

PATH OF EGRESS TRAVEL EXIT DISCHARGE

1 HR RATED WALL / PARTITION

COMMON PATH

FIRE EXTINGUISHER CABINETS

GENERAL NOTES:

6GENERAL NOTES

1. EXISTING HISTORIC STEEL FIRE ESCAPES TO BE
REPLICATED AS PART OF THE HISTORICAL RESTORATION
WORK, BUT NOT TO BE USED AS A COMPONENT OF THE
MEANS OF EGRESS.

FIRE PROTECTION DURING BUILDING DEMOLITION,
ALTERATION AND CONSTRUCTION OPERATIONS:

2. PORTABLE FIRE EXTINGUISHERS:  STRUCTURES
UNDER DEMOLITION, ALTERATION AND CONSTRUCTION
SHALL BE PROVIDED WITH APPROVED PORTABLE FIRE
EXTINGUISHERS IN ACCORDANCE WITH APPLICABLE
REQUIREMENTS OF FBC AND FFPC, INCLUDING BUT NOT
LIMITED TO FBC-B SECTION 906 AND 3309, FBC-EB SECTION
1404, NFPA 1(FL) SECTION 16.3, AND NFPA 241-2004
CHAPTERS 7, 8, 9 AND 10.

3. SUITABILITY, DISTRIBUTION AND MAINTENANCE OF
PORTABLE FIRE EXTINGUISHERS SHALL BE IN ACCORDANCE
WITH NFPA 10-2007.  AT LEAST ONE 10-LB MULTI-PURPOSE
UL-LISTED DRY CHEMICAL FIRE EXTINGUISHER WITH MINIMUM
RATING OF 4-A:40-B:C SHALL BE PROVIDED AND MAINTAINED
IN PLAIN SIGHT WITHIN AN ACCESSIBLE LOCATION AT EACH
STORAGE SHED AND CONSTRUCTION TRAILER, AND ON
EACH FLOOR WITHIN EACH RAMP AND STAIRWAY.

4. FLAMMABLE AND COMBUSTIBLE LIQUIDS:  STORAGE,
HANDLING OR USE OF FLAMMABLE AND COMBUSTIBLE
LIQUIDS SHALL BE RESTRICTED TO AREAS OUTSIDE OF THE
STRUCTURE(S), AT LEAST 25 FT FROM ENTRANCES,
OUTDOOR AIR INTAKES AND OPERABLE WINDOWS, AND IN
STRICT COMPLIANCE WITH NFPA 1(FL) SECTION 16.2.3.1 AND
CHAPTER 66; NFPA 30-2008, AND LEED INDOOR AIR QUALITY
REQUIREMENTS.

5. ADDITIONAL PORTABLE FIRE EXTINGUISHERS SHALL
BE PROVIDED WHERE SPECIAL HAZARDS EXIST (E.G., AREAS
WHERE FLAMMABLE OR COMBUSTIBLE LIQUIDS ARE
STORED OR USED).  SPARE FIRE EXTINGUISHERS SHALL BE
PROVIDED ON SITE FOR IMMEDIATE REPLACEMENT OF
DISCHARGED FIRE EXTINGUISHERS.  FREE ACCESS TO
PORTABLE FIRE EXTINGUISHERS SHALL BE MAINTAINED AT
ALL TIMES.

6. STORAGE OF CLASS I AND CLASS II LIQUIDS SHALL
NOT EXCEED 60 GALLONS WITHIN 50 FEET OF THE
STRUCTURE.  STORAGE AREAS SHALL BE KEPT FREE OF
WEEDS, DEBRIS AND COMBUSTIBLE MATERIALS NOT
NECESSARY TO THE STORAGE.  OPEN FLAMES AND
SMOKING SHALL NOT BE PERMITTED IN FLAMMABLE AND
COMBUSTIBLE STORAGE LIQUIDS STORAGE AREAS.  SUCH
STORAGE AREAS SHALL BE APPROPRIATELY POSTED AS
“NO SMOKING” AREAS.  CLASS I LIQUIDS SHALL BE
DISPENSED ONLY WHERE THERE ARE NO OPEN FLAMES OR
OTHER SOURCES OF IGNITION WITHIN THE POSSIBLE PATH
OF VAPOR TRAVEL.

LIGHTING FIXTURE ON EMERGENCY CIRCUIT

FIRE SPRINKLER HEAD

FEC-1 RECESSED

FEC-2 SEMI-RECESSED

FEC-3 SURFACE MOUNTED
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Facsimilie (305) 296-2727

Key West, Florida 33040
410 Angela Street

Telephone (305) 296-1347

Florida License AAC002022
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AAC000986                        EB0003663

ARCHITECTURE / ENGINEERING / INTERIORS

2780 SW DOUGLAS ROAD. SUITE 302
MIAMI,  FLORIDA  33133    (305)445-3765
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SECOND FLOOR LIFE
SAFETY PLAN

LS-2  3/32" = 1'-0"

SECOND FLOOR LIFE SAFETY PLAN1

0 20 30 4010

SCALE: 3/32" = 1'-0"

OCCUPANT LOAD
FLOOR LEVEL NAME

CLASSIFICATION
TYPE AREA OCCUPANT

OCCUPANT
FACTOR

OCCUPANT
LOAD

1ST FLOOR COMMISSION
CHAMBERS

ASSEMBLY 1947 SF 0 7 279

1ST FLOOR FIXED SEATING ASSEMBLY 186 SF 22 0 22
1ST FLOOR STAGE ASSEMBLY 961 SF 0 15 65
ASSEMBLY 3095 SF 366

1ST FLOOR BUILDING BUSINESS 18463 SF 0 100 185
BUSINESS 18463 SF 185
1ST FLOOR 21557 SF 551

2ND FLOOR BUILDING BUSINESS 15555 SF 0 100 156
BUSINESS 15555 SF 156
2ND FLOOR 15555 SF 156
Grand total 37113 SF 707
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2780 SW DOUGLAS ROAD. SUITE 302

S1.1

FOUNDATION AND
FIRST FLOOR PLAN
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ROOF FRAMING
PLAN
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