18' MIN.

ONSITE
PARKING

12.0'/24.0' MAX (SINGLE/DOUBLE) 6" CONCRETE
PRIVATE T — 4" CONCRETE
PROPERTY (OR AS INDICATED) /_
CITY RIGHT o
OF WAY = / Z
GRAVEL VARIES Ia a I'D'I_J / TRANSITION /
AND/OR (3.0' MIN.) Zz E 9 / TO EXISTING”
VEGETATION ZO® /" SIDEWALK
J
| / I ]
THICKENED / FLUSH WITH / EXPANSION l~—VARIES VARIES
EDGE EXISTING JOINT (1:12 MAX (1:20 RUNNING
PAVEMENT MATERIAL FOR FLARE) SLOPE MAX)

IF NO
SIDEWALK

GENERAL NOTES:

ADA ACCESSIBILITY GUIDELINES APPLY
PROPERTY SURVEY MUST ACCOMPANY
ROW PERMIT APPLICATION

USE 3,000 PSI CONCRETE MIN.

NO DRIVEWAY SHALL BE LOCATED
WITHIN 25' OF AN INTERSECTION
ONSITE PARKING SPACE IS REQUIRED
TO BE 18' LONG (MIN.) MEASURED FROM
THE PROPERTY LINE

CONTRACTOR MUST COMPLY WITH
TYPICAL CITY DESIGNS

CITY RETAINS THE RIGHT TO MODIFY
DESIGN BASED ON FIELD CONDITIONS

IF EXISTING
SIDEWALK

CONSTRUCTION REQUIREMENTS (IF APPLICABLE):
e CURB PAINT

UTILITY ADJUSTMENT OR RELOCATION
ROADWAY RESTRIPING REWORK

ASPHALT RESTORATION

PLANTER RESTORATION

OWNER RESPONSIBILITIES:
WILL VERIFY 18' ONSITE DRIVEWAY DEPTH
REQUIREMENT

e COMPLY WITH CITY LOT PERVIOUS
REQUIREMENTS

e  OBTAIN HARC APPROVAL (IF LOCATED IN OLD
TOWN)
OBTAIN CITY RIGHT OF WAY PERMIT
HAVE CONTRACTOR COORDINATE WITH CITY
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